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MASTHEAD (1000) 
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35 


Platform 3 


Buses 


35 
1000 i 


PTV symbol is white 


Operator symbol is white 


7pt/2.5mm white keylines 


Background panel 
to match PMS 285 Blue 


Station name 
Helvetica Neue Roman 
860pt/360pt leading 
(cap height 96mm) 
White 

Aligned right 


ndenong 
Station 


Train mode graphic 

To match PMS 286 Blue 

Centred vertically within main blue panel 
654mm x 654mm 


Disabled access icon reverses white 
on blue to match PMS 285 Blue 
72.5mm x 72.5mm 

Centred vertically within panel 


5pt/1.8mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 
Centred vertically within panels 


Standard wayfinding panels are black 
Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 

White 

Aligned left 


Single lines only 
Centred vertically within panel 


| LI LI LI | 
725 WS 725 115 725 45 725 


Part 3: Construction drawings and finishes - Section 1.1 Primary Train page1 


Quick reference 


P_100 
Scale 1:6.66° 


Primary sign type 
P Masthead and wayfinding 


Sign dimensions 1000mm x 1100mm 
1000mm x 1200mm 
1000mm x 1300mm 


Colour reference 
Mmm Avery® 5581 Translucent Sky Blue / PMS 285 Blue 
Mmmm Avery® 5548 Translucent Electric Blue / PMS 286 Blue 
Ml Avery® 5517 Translucent Sunset Orange / 

PMS 151 Orange 
Mmmm Avery® 5501 Translucent Black 


Notes 
> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 5501 Translucent Black 


> Tram connectivity wayfinding panels are manufactured 
in Avery® 5561 Translucent Summer Green 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 5517 Translucent Sunset Orange 


> Regional train and coach connectivity wayfinding panels are 
manufactured in Avery® 5536 Translucent Grape Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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MASTHEAD (1500) 


WAYFINDING (450) 
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Camberwell 


Station 


-Platforms.1, 2 and.3 §:. 


Trams 


Information 


| LU LI LU | 
110 22 110 22 110 22 110 


PTV symbol is white 


Operator logo is white 


7pt/2.5mm white keylines 


Background panel 
to match PMS 285 Blue 


Station name 

Helvetica Neue Roman 

540pt/520pt leading (142mm cap height) 
White 

Aligned right 

Please note: stations with long 

single word names should use 

P_142 artwork file 


Train mode graphic 

To match to match PMS 286 Blue 
Centred vertically within main blue panel 
980mm x 980mm 


7pt/2.5mm white keylines 


Icons/arrows white 
110mm x 110mm 
Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

237pt (cap height GOmm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


Tram connectivity panel 
to match PMS 389 Green 


Part 3: Construction drawings and finishes - Section 1.1 Primary Train page 2 


Quick reference 


P_120 
Scale 1:10 


Primary sign type 
P Masthead and wayfinding 


Sign dimensions 1200mm x 1650mm 
1200mm x 1800mm 
1200mm x 1950mm 


Colour reference 

Mumm Avery® 5581 Translucent Sky Blue / PMS 285 Blue 

Mumm Avery® 5548 Translucent Electric Blue / PMS 286 Blue 

mum Avery® 5561 Translucent Summer Green / 
PMS 369 Green 


Mmmm Avery® 5501 Translucent Black 


Notes 
> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 5501 Translucent Black 


> Tram connectivity wayfinding panels are manufactured 
in Avery® 5561 Translucent Summer Green 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 5517 Translucent Sunset Orange 


> Regional train and coach connectivity wayfinding panels are 
manufactured in Avery® 5536 Translucent Grape Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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140 


20 


350 


] 
y 


— Junction 


Riversdale Road 


Network graphic to match 
PMS 369 Green 


PTV symbol to match 
PMS 369 Green 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 369 Green 

Logo area: 106.8mm x 19mm 
(80% of PTV symbol width) 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Tram mode graphic 

To match PMS 370 Dark Green 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


Secondary stop name 
Helvetica Neue Roman 
80pt, white, aligned right 


Background panel to match 
PMS 3869 Green 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 
80pt, white 

Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route numbers 

Helvetica Neue Roman 

178pt, White, Aligned left 
Centred vertically in panel 
Numbers must be kerned/tracked 


Route panels always 
to match PMS Cool Grey 11 


Full reflective background 


Stop number 

Helvetica Neue Roman 

272pt, Black, Aligned right 
Numbers must be kerned/tracked 


Hail Tram Here / Stop text 
Helvetica Neue Medium 
80pt 

Black 

Align with ‘To’ column for 

2 digit Stop Number. 

Align with ‘Route’ column for 
3 digit Stop Number. 


140 


OVA 
rwWwuvwu 


Plaza 


Connect ta_ bus to Doncaster _ 


Example of two line route name plus one line (maximum) of secondary text 


Alternative base panel text for set down only stops. 


set Down‘Only | 


Two line route name 
Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left to margins 
indicated 

Two lines centred 
vertically in panel 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 
Helvetica Neue Roman 
AOpt on 56pt leading 
White 

Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 
Helvetica Neue Roman 
AOpt on 56pt leading 
White 

Aligned left 


Helvetica Neue Medium 
128pt 

Black 

Aligned left 


Part 3: Construction drawings and finishes - Section 1.2 Primary Tram page 3 


Quick reference 
P TF_m 
Scale 1:4 


Primary sign type 
TF Tram flag, pole mounted 
multiple routes (maximum 4) 


Sign dimensions 350mm x 740mm 


Colour reference 


Avery® 956 Grass Green / PMS 369 Green 


Sq] 
Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Sg] 


Avery® 901 Black / Black 


Avery® 900 White / White 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


Primary stop names to use a maximum of two lines; 
secondary stop names (if required) can use a maximum 
of one line 


Single route tram flags — refer to P_TF_s artwork 
and specifications 


Multiple route tram flags (65 or more routes) 
— refer to P_TF_mn or P_TT artwork and specifications 


Additional route panels may be added as required, 
up to a maximum of 4 — route panels to match 
PMS Cool Grey 11 


> Bus connectivity panels to match PMS 151 Orange 


> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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P_TTA 2 


20 


440 


20 


120 x 21.5mm 


PTV symbol to match 
PMS 369 Green 


Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 
PMS 369 Green within the 


maximum bounding area shown 


Background panel to match 
PMS 369 Green 


Primary stop name 
Helvetica Neue Roman 
165pt/165pt leading 
White 

Aligned right 


Tram mode graphic 

To match PMS 370 Dark Green 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


|___ Secondary stop name 
Helvetica Neue Roman 
95pt, white, aligned right 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman, 45pt, White 
Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route panels always to 
match PMS Cool Grey 11 


Trains 150m 


Route number 

Helvetica Neue Roman, 108pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_TTA2 


P_TI_B 


P_TT_A_2 used in conjunction with P_TT_B 


PT 


Exhibition 
Street 


Collins Street 


Hail 
Tram 
Here 


Trains 150m. 


Complete totem 


Visual only 


Part 3: Construction drawings and finishes - Section 1.2 Primary Tram page 4 


Quick reference 
PTTA2 
Scale 1:4 


Primary sign type 
TT Tram totem header panel A, 
1-2 routes 


Sign dimensions 440mm x 600mm 


Colour reference 

MEM Avery® 956 Grass Green / PMS 369 Green 
Mum Avery® 907 Light Green / PMS 370 Green 
mu Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmm Avery® 935 Intense Blue / PMS 285 Blue 
ME Avery® 901 Black / Black 

Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty against 
failure and fading in outdoor conditions for ten years or better 


> For 3-4 route totem artwork please refer to PLTT_A_4 
> For 5-10 route totem artwork please refer to P_TT_A_10 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Bus connectivity panels to match PMS 151 Orange 
> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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P_TTA 4 


20 


440 


20 


120 x 21.5mm 


PTV symbol to match 
PMS 369 Green 


Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 
PMS 369 Green within the 


Te) 


31 Collins Street 
West End 


Trains 150m 


Route 


11 


To 


St Kilda 
Fitzroy Street 


maximum bounding area shown 


Background panel to match 
PMS 369 Green 


Primary stop name 
Helvetica Neue Roman 
165pt/165pt leading 
White 

Aligned right 


Tram mode graphic 

To match PMS 370 Dark Green 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


|___ Secondary stop name 
Helvetica Neue Roman 
95pt, white, aligned right 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman, 45pt, White 
Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route panels always to 
match PMS Cool Grey 11 


Route number 

Helvetica Neue Roman, 108pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_TT_A_4 used in conjunction with P_TT_B 


pT> 

Exhibition 

~, Street 

= Collins Street 
F 
AL 
a 
F 
ial 


Complete totem 


Visual only 


Part 3: Construction drawings and finishes - Section 1.2 Primary Tram page5 


Quick reference 
PTTA4 
Scale 1:4 


Primary sign type 
TT Tram totem header panel A, 
3-4 routes 


Sign dimensions 440mm x 600mm 


Colour reference 


Avery® 956 Grass Green / PMS 369 Green 
Avery® 907 Light Green / PMS 370 Green 


Avery® 935 Intense Blue / PMS 285 Blue 


>a 
——_= 
mu Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
ea 
Sal 


Avery® 901 Black / Black 


Avery® 900 White / White 


Avery® T-6500 / 3M Diamond Grade Reflective 


or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty against 


failure and fading in outdoor conditions for ten years or better 


> For 1-2 route totem artwork please refer to PLTT_A_2 


> For 5-10 route totem artwork please refer to P_TT_A_10 


> Connectivity panels may be added as required — refer to 


Vv 


artwork file C1 for artwork and specifications 
Bus connectivity panels to match PMS 151 Orange 


> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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P_TT_A_10 


20 


440 


20 


120 x 21.5mm 


PTV symbol to match 
PMS 369 Green 


Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 
PMS 369 Green within the 


Malvern 
Glen iris 
Toorak 


Hail 
ram 
Here 


Trains 


Sth Melb Beach 
East Malvern 


St Kilda/Kew 
East Brighton 


Carnegie 


Camberwell 


maximum bounding area shown 


Background panel to match 
PMS 369 Green 


Primary stop name 
Helvetica Neue Roman 
165pt/165pt leading 
White 

Aligned right 


Tram mode graphic 

To match PMS 370 Dark Green 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


|___ Secondary stop name 
Helvetica Neue Roman 

95pt, white, aligned right 
Header panel to match Black 


Spt white keylines 


Header text / route names 
Helvetica Neue Roman, 45pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to 
match PMS Cool Grey 11 


Stop 
> Trams 


QO> 


Route number 

Helvetica Neue Roman, 45pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panels to match 
PMS 285 Blue and PMS 369 Green 


P_TT_A_10 used in conjunction with P_TT_B 


pT> 

Southbank 

2 Boulevard 

= St Kilda Road 
= 
AL. 
a 
F 
ial 


Complete totem 


Visual only 


Part 3: Construction drawings and finishes - Section 1.2 Primary Tram page é 


Quick reference 
P TT A 10 
Scale 1:4 


Primary sign type 
TT Tram totem header panel A 


Sign dimensions 440mm x 600mm 


Colour reference 

MEE Avery® 956 Grass Green / PMS 369 Green 
Mm Avery® 907 Light Green / PMS 370 Green 
mum = Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
MEE Avery® 935 Intense Blue / PMS 285 Blue 
MMMM Avery® 901 Black / Black 

Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> For 1-2 route totem artwork please refer to PLTT_A_2 
> For 3-4 route totem artwork please refer to PLTT_A_4 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Bus connectivity panels to match PMS 151 Orange 
> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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Part 3: Construction drawings and finishes - Section 1.2 Primary Tram page7 


P_TT_B 
440 P_TT_A_10 used in conjunction with P_TT_B Quick reference 
= P TTB 
PT Scale 1:4 
Southbank 
2 Boulevard 
<x St Kilda Road . . 
- _—_ Primary sign type 
I 
ao. TT Tram Totem base 
Sign dimensions 440mm x 800mm 
Trains 50m @-> Trams3om @ > Colour reference 
ME PMS 369 Green — Powdercoated finish 
Tram mode graphic a PMS 370 Dark Green 
Prints to match PMS 370 Dark Green Anti-grafitti coating 
Cropped as shown Anti-graffiti clear coat finish 
Notes 
> Colours must be matched to Pantone® (PMS) swatches 
> All measurements are in millimetres 
Background panel prints 
to match PMS 369 Green 
a 
= 
AL 


Complete totem 


Visual only 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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60 
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20 


a 


i 


maximum logo area 145 x 44mm 


1? _ 


OPERATOR LOGO 
TO GO HERE 


140 


Base panel variations 


Set Down‘Only | 


Network graphic to match 
PMS 151 Orange 


PTV symbol to match 
PMS 151 Orange 


Logo area: 183mm x 76mm 


Full reflective background 
Operator logo to match 


PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Two bus operator logos 


— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 


140pt/140pt leading/35.5mm Cap height 


White, Aligned right 


Secondary stop name 
Helvetica Neue Roman 


80pt/20.5mm Cap height, White, Aligned right 


Bus mode graphic 


To match PMS 152 Orange 
Centred vertically within orange 


panel 155mm x 155mm 
Cropped as shown 


Background panel to match 


PMS 151 Orange 


Header panel to match Black 


Header text / route names 


Helvetica Neue Roman 
80pt/20.5mm Cap height 
White 


Aligned to margins indicated 


Centred vertically in panels 


8pt white keylines/1mm white keylines 
Route panels always to match 


PMS Cool Grey 11 


Route number 
Helvetica Neue Roman 


178pt/45.2mm Cap height, White, Aligned left 


Centred vertically in panel 


Numbers must be kerned/tracked 


Full reflective background 


Helvetica Neue Medium 
80pt/20.5mm Cap height 
Black, Aligned left 


Connectivity wayfinding panel 


to match PMS 285 Blue 


Alternative base panel text 
for set down only stops. 


Helvetica Neue Medium 
128pt/32.5mm Cap height 
Black 

Aligned left 


140 


Route panel variations 


120 


Example of a single digit route number and two line route name 


120 


Example of a two digit route number, one line route name plus one line 
of secondary text 


140 


Example of a three digit route number, one line route name plus two 
lines of secondary text 


Box Hill _ 


Connects with City tram 


at South Vermont. 


Ferntree Gully 


_ City tram from South Vermont. 


20 


120 


18 


1 


Two line route name 
Helvetica Neue Roman 

80pt on 80pt leading 
20.5mm Cap height 

White, Aligned left to margins 
indicated 

Two lines centred 

vertically in panel 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
4Opt on 56pt leading 


Omm Cap height 


White, Aligned left 


Route name 
Helvetica Neue Roman 


80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 

Helvetica Neue Roman 
First line: 40pt on S6pt 
Second line: 40pt on 40pt 


White 
Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 


4Opt on 56pt leading 
Example of route name only, plus one line (maximum) of secondary text 1 
White, Aligned left 


Omm Cap height 


Alternative base panel text 
for bus bays. 


Helvetica Neue Medium 
850pt/920mm Cap height 
Black, Aligned right 


Helvetica Neue Medium 
80pt/20.5mm Cap height 
Black, Aligned left 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus 


Quick reference 
P BF s 
Scale 1:4 


Primary sign type 
BF Bus flag single route 


Sign dimensions 


350mm x 650mm 


Colour reference 

Mmmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Ml Avery® 935 Intense Blue / PMS 285 Blue 


Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be included 
on the flag 


Primary stop names to use a maximum of two lines; 
secondary stop names (if required) can use a maximum 
of one line 


Multiple route bus flags — refer to P_BF_m artwork 
and specifications 


Route panels to match PMS Cool Grey 11 


Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 


methods may be approved at the discretion of PTV. 


page 8 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 


generating the colour. 


This information is current as at September 2015. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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Part 3: Construction drawings and finishes - Section 1.3 Primary Bus page? 


Route panel variations 


20 350 20 ang 
[| [| | | 
= Network graphic to match . 
20 PMS 151 Orange Two line route name Quick reference 
" ene Oe Helvetica Neue Roman 
] PTV symbol to match 80pt on 80pt leading P B F m 
| PMS 151 Orange 20.5mm Cap height = —_ 
Logo area: 188mm x 76mm White, Aligned left to margins Scale 1 ‘4 
indicated 
Full reflective background Two lines centred 
vertically in panel 
Operator logos to match PMS 151 Example of a single digit route number and two line route name . : 
maximum logo area 145 x 44mm Orange within the maximum bounding area Primary sign type 


shown; 20mm space between logos 
See section 4 Icons for bus operator 120 
logo suite and scaling rules. 


OPERATOR LOGO BF Bus flag multiple routes 


TO GO HERE 


Route name 


| 
OPERATOR LOGO J 
TO GO HERE ! 


180 


800 


60 


90 


90 


140 


60 


_ Hail Bus H 


140 


See P_BF_s or P_BF_mn for base panel variations 


One bus operator logo only 
— refer to BF_P_s for specifications 


Primary stop name 

Helvetica Neue Roman 

140pt/140pt leading/35.5mm Cap height 
White, Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Secondary stop name 
Helvetica Neue Roman, 
80pt/20.5mm Cap height, White, Aligned right 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 
80pt/20.5mm Cap height, White 
Aligned to margins indicated 


178pt/45.2mm Cap height 

White 

Aligned left 

Centred vertically in panel 
Numbers must be kerned/tracked’ 


Route panels always to match 
PMS Cool Grey 11 


Full reflective background 


Helvetica Neue Medium 


25 


Example of a two digit route number, one line route name plus one line 
of secondary text 


140 


18 
Box Hill 
Connects with City tram 


at South Vermont. 
18 


Ferntree Gully 


_ City tram from South Vermont. 


Example of route name only, plus one line (maximum) of secondary text 


Helvetica Neue Roman 
80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
A4Opt on 56pt leading 
10mm Cap height 
White, Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
First line: 40pt on 56pt 


Second line: 40pt on 40pt 


Helvetica Neue Roman 
80pt on 80pt leading 
20.5mm Cap height 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
A4Opt on 56pt leading 
10mm Cap height 
White, Aligned left 


Sign dimensions 350mm x 740mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mmmm Avery® 956 Grass Green / PMS 369 Green 


Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


‘ ; White : ‘ he ie 
Centred vertically In. panels Example of a three digit route number, one line route name plus two Aligned left against failure and fading in outdoor conditions for 
lines of secondary text ten years or better 
3pt/1mm white keylines 20 > If more than two bus operators operate the services 
Route number ir listed on a flag then no operator logos are to be included 
| Helvetica Neue Roman Route name 


on the flag 


Primary stop names to use a maximum of two lines; 
secondary stop names (if required) can use a maximum 
of one line 


Single route bus flags — refer to O_BF_s artwork 
and specifications 


Additional route panels may be added as required, 
up to a maximum of 4 — route panels to match 


ae Cap height PMS Cool Grey 11 
cle 
Aligned left > Connectivity panels may be added as required 


Connectivity wayfinding panel 
to match PMS 369 Green 


— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 


180 


140 


140 


OPERATOR LOGO 
TO GO HERE é 
I 


Example of two transport operator logos 


Base panel variations 


| 
OPERATOR LOGO 
TO GO HERE 

| 


L_| 
20 


Set Down:Only _ 


Helvetica Neue Medium 
128pt/32.5mm Cap height 
Black, Aligned left 


Alternative base panel text for set down only stops. 


20 


120 


Alternative base panel text for bus bays. 


Helvetica Neue Medium [2 
80pt/20.5mm Cap height 
Black, Aligned left 


20 


Helvetica Neue Medium 
350pt/90mm Cap height 
Black, Aligned right 


890 


180 


180 


60 


90 


90 


90 


140 


60 


20 


20 


ri 350 rt 


x0 


PT 


maximum logo area 145 x 44mm 


| 
OPERATOR LOGO 
TO GO HERE 
| 


Network graphic to match 
PMS 151 Orange 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Primary stop name 

Helvetica Neue Roman 

140pt/140pt leading/35.5mm Cap height 
White, Aligned right 


Bus mode graphic 

To match PMS 152 Dark Orange 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


Secondary stop name 
Helvetica Neue Roman, 


80pt/20.5mm Cap height, White, Aligned right 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Header text 

Helvetica Neue Roman 
80pt/20.5mm Cap height, White 
Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines/1mm white keylines 


Route numbers 

Helvetica Neue Roman 

148pt/37.5mm Cap height, -20 tracking 
White, Aligned left 

Centred vertically in panel 

Separate numbers by comma and space 
No comma after last number 

Numbers must be kerned/tracked 


Route panels always to match 

PMS Cool Grey 11 

Number of panels may be increased 
(to a maximum of 4) or decreased 
as required 


Full reflective background 


Helvetica Neue Medium 
80pt/20.5mm Cap height 
Black 

Aligned left 


Connectivity wayfinding panel 
to match PMS 2592 Purple 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus — page 10 


Quick reference 
P BF mn 
Scale 1:4 


Primary sign type 
BF Bus flag multiple routes, route num- 
bers only 


Sign dimensions 350mm x 880mm 


Colour reference 

Ml Avery® 910 Dark Orange / PMS 151 Orange 
Mam Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm = Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmm Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> If more than two bus operators operate the services 
listed on a flag then no operator logos are to be included 
on the flag 


> Primary stop names to use a maximum of two lines; 
secondary stop names (if required) can use a maximum 
of one line 


> Single route bus flags — refer to P_BF_s artwork 
and specifications 


> Multiple route bus flags (up to four routes) 
— refer to P_LBF_m artwork and specifications 


> This flag is only to be used in circumstances where 
a totem cannot be used 


> Route panels may be added or removed as required 
— minimum 2 (to display 5 or more routes), maximum 4 
(to display up to 12 routes); If more than 12 routes are 
to be displayed, a second flag must be used 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 


180 


20 

350 

maximum logo area 145 x 44mm 
\ ! | 
| OPERATORLOGO |_| 
TO GO HERE ; 
hr-e 
shy POU OOOO POON 20 | 


| 
OPERATOR LOGO 
TO GO HERE 

| 


Example of two transport operator logos 


830 


180 


180 


60 


90 


90 


90 


140 


20 


ad 


350 


20 


maximum logo area 145 x 44mm 


OPERATOR LOGO 


i 
i 
TO GO HERE 
I 


Hail Bus BS 


Heidelberg 


City NightRider 


© 
oO 
— 


y 


Network graphic to match 
PMS 151 Orange 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Bus mode graphic 

To match PMS 152 Dark Orange 
Centred vertically within green panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 
80pt, white 

Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route numbers 

Helvetica Neue Roman 

148pt, -20 tracking 

White, Aligned left 

Centred vertically in panel 

Separate numbers by comma and space 
No comma after last number 

Numbers must be kerned/tracked 


Route panels always to match 

PMS Cool Grey 11 

Number of panels may be increased 
(to a maximum of 4) or decreased 
as required 


Full reflective background 


NightRider logo 

To match Black and 

PMS 805 Fluorescent Orange 
Logo area: 108mm x 108mm 


Helvetica Neue Medium 
80pt 

Black 

Aligned left 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus page 11 


Quick reference 
P BF mNR 
Scale 1:4 


Primary sign type 
BF Bus flag multiple routes with 
NightRider route 


Sign dimensions 350mm x 830mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mumm = Avery® 926 Sunrise Orange / PMS 152 Orange 
Mm «Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Gum «Avery® 901 Black / Black 

Avery® 900 White / White 


mem ~=SM DGS 4084 Class 1 Fluor Orange Diamond 
Grade (or equivalent) 


Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films, specified 
3M product or matched to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> Single route bus flags — refer to P_BF_s artwork 
and specifications 


> Multiple route bus flags — refer to P_BF_m for artwork 
and specifications 


> This flag is only to be used in circumstances where 
a totem cannot be used 


> Route panels may be added or removed as required 
— minimum 2 (to display 5 or more routes), maximum 4 
(to display up to 12 routes); If more than 12 routes are 
to be displayed, a second flag must be used 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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360 


60 


90 


140 


67 


la 


350 


20 


20 


140 


PTV symbol 
White 
Logo area: 183mm x 76mm 


NightRider logo 

To match Black and 

PMS 805 Fluorescent Orange 
Centred vertically 

Logo area: 230mm x 230mm 


Background panel to match 
PMS 805 Fluorescent Orange 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 

80pt 

White 

Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route panels always to 
match PMS Cool Grey 11 


Route number 

Helvetica Neue Roman 

178pt 

White 

Aligned left 

Centred vertically in panel 
Numbers must be kerned/tracked 


Full reflective background 
Helvetica Neue Medium 
80pt 

Black 

Aligned left 


Example of two line route name 


QO 5 4 Craigie 
__ via Mt Alexander an 


25 


Example of one line route name plus one line of secondary text 


via Princes Hwy and 


Springvale Rd_ 
18 


Two line route name 
Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left to margins 
indicated 

Two lines centred 
vertically in panel 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 
Helvetica Neue Roman 
A4Opt on 56pt leading 
White 

Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 

Helvetica Neue Roman 
First line: 40pt on 56pt 
Second line: 40pt on 40pt 
White 

Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 
Helvetica Neue Roman 
4Opt on 56pt leading 


White 
Example of two line route name plus one line (maximum) of secondary text Aligned left 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus 


Quick reference 


P_NBF_s 


Scale 1:4 


Primary sign type 
NBF NightRider Bus flag single route 


Sign dimensions 350mm x 650mm 


Colour reference 


page 12 


Ms 38M DG3 4084 Class 1 Fluor Orange Diamond Grade 


Emm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 


Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films, specified 
3M product or matched to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


> Single route bus flags — refer to P_BF_s artwork 
and specifications 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 


methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 


generating the colour. 


This information is current as at September 2015. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus —_ page 13 


Quick reference 


P_NBF_m 


740 


180 


180 


60 


90 


90 


140 


Scale 1:4 
20 350 20 
Las line pene oe Primary sign type 
PTV symbol Bopt on Bopt leading. NBF NightRider Bus flag multiple routes 
White White 


20 


Hail Bus Here 


140 


Logo area: 133mm x 76mm 


NightRider logo 

To match Black and 

PMS 805 Fluorescent Orange 
Centred vertically 

Logo area: 230mm x 230mm 


Background panel to match 
PMS 805 Fluorescent Orange 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 


Example of two line route name 


Q 5 4 Craigie 
__ via Mt Alexander ay 


25 


Example of one line route name plus one line of secondary text 


via Princes Hwy and 


Springvale Rd_ 
18 


Aligned left to margins 
indicated 

Two lines centred 
vertically in panel 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 
Helvetica Neue Roman 
4Opt on 56pt leading 
White 

Aligned left 


Route name 

Helvetica Neue Roman 
80pt on 80pt leading 
White 

Aligned left 


Secondary text 

Helvetica Neue Roman 
First line: 40pt on 56pt 
Second line: 40pt on 40pt 
White 


Sign dimensions 350mm x 740mm 


Colour reference 

mem ~43M DGS 4084 Class 1 Fluor Orange Diamond Grade 
mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
mums «=Avery® 901 Black / Black 


Avery® 900 White / White 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films, specified 
3M product or matched to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


Single route bus flags — refer to P_BF_s artwork 
and specifications 


Additional route panels may be added as required, 
up to a maximum of 4 — route panels to match 
PMS Cool Grey 11 


Aloe els ins indicated Aligned left 
Igned to margins indicate — . 
pclae vans in panels > Connectivity panels may be added as required: 
— refer to artwork file C1 for artwork and specifications 
Route name 


8pt white keylines 
Route number 


Helvetica Neue Roman 
80pt on 80pt leading 
White 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


Helvetica Neue Roman migrea let > Regional train and coach connectivity panels to match 
white Secondary text PMS 2592 Purple 
Aligned left Helvetica Neue Roman 


Centred vertically in panel 
Numbers must be kerned/tracked 


Route panels always to match 
PMS Cool Grey 11 


Full reflective background 


Helvetica Neue Medium 
80pt 

Black 

Aligned left 


40pt on S6pt leading 


White 
Example of two line route name plus one line (maximum) of secondary text Aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 


650 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus — page 14 


Sign layout for numbered route Sign layout for un-numbered route Quick reference 
Scale 1:4 
20 20 20 20 
i 350 r | [I 350 | 
= Network graphic to match a3 . . 
20, ; PMS 151 Orange Primary sign type 
PTV symbol to match BF Bus flag, temporary flag 
| PMS 151 Orange | 
>| Logo area: 183mm x 76mm replacement 
° Full reflective background Oo Sign dimensions 350mm x 650mm 
ice) ce) 
Colour reference 
Ml Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 901 Black / Black 
Avery® 900 White / White 
[ [_ Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 
Bus mode graphic Notes 
To match . : 
a PMS 152 Dark Orange = > Colours must be Avery® signage films or matched 
© Centred vertically within © to Pantone® (PMS) swatches 
= orange panel i 
155mm x 155mm > All measurements are in millimetres 
Cropped as shown ; ; . 
> Vinyl and ink graphics must be guaranteed by warranty 
as : ees = 
Sachacune panel ieendich 8 against failure and fading in outdoor conditions for 
PMS 151 Orange ten years or better 
i Header panel to match Black i > bles sign is sda as a bell aa ey 
3 ceil Ftotanl 2 or damaged bus stop signs, to be used only unti 
Helvetica Neue Roman a permanent sign is installed 
80pt 
i White io 
Aligned to margins indicated 
| ss Sot white keylines 
8 __| ___ Full reflective background & 
N N 
Helvetica Neue Medium 
80pt 
~ Black 
fs S Aligned left . 
Hail Bus Here * 13 Hail Bus Here 


120 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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180 
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60 


90 


90 


90 


140 


Tt 


oO 
0 Ce DO) 


disruptions, replacement 
bus services will depart 


Network graphic to match 
PMS 285 Blue 


PTV symbol to match PMS 285 Blue 
Logo area: 183mm x 76mm 


Full reflective background 


Operator logo to match 
PMS 285 Blue 
Logo area: 183mm x 31.5mm 


Service name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Train mode graphic 

Prints to match PMS 286 Blue 
Centred vertically within blue panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 285 Blue 


Header panel to match Black 


To / From text 

Helvetica Neue Roman 

80pt 

White 

Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route panels always to match 
PMS Cool Grey 11 


Destination 

Helvetica Neue Roman 
80pt 

White 

Aligned left 

Centred vertically in panel 


Full reflective background 


Helvetica Neue Roman 
78/78pt 

Black 

Aligned left 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus page 15 


Quick reference 
P BF tr_m 
Scale 1:4 


Primary sign type 
BF Bus flag, train replacement bus 
service, multiple routes 


Sign dimensions 350mm x 880mm 


Colour reference 

MEE Avery® 935 Intense Blue / PMS 285 Blue 
Mmmm Avery® 941 Cosmos Blue / PMS 286 Blue 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 
> Route panels to match PMS Cool Grey 11 
> Flag can be used for up to four destinations 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 


600 


20 307 20 
rt i To 
9 Box Hill 
via Belmore Rd 
& Doncaster 
8 ail Bus Here 
g Trains 150m > 


Connectivity text 

Helvetica Neue Roman, 6Opt/15mm cap height, White 
Aligned left 

Centred vertically in panel 


PTV symbol to match 
PMS 151 Orange 
Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Primary stop name 

Helvetica Neue Roman 

140pt/140pt leading, 35mm cap height 
White 

Aligned right 


Background panel to match 
PMS 151 Orange 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


8pt white keylines 
Header panel to match Black 


Route To text 
Helvetica Neue Roman, 45pt/11mm cap height, White 
Aligned to margins indicated, Centred vertically in panels 


Route name 
Helvetica Neue Roman, 56pt/14mm cap height, White 
Aligned to margins indicated 


2nd line route name 

Helvetica Neue Roman, 34.5pt/8.6mm cap height, White 
Aligned to margins indicated 

Two lines centred vertically in panel 


Route panels to match PMS Cool Grey 11 


Route number 

Helvetica Neue Roman, 80pt/20mm cap height, White 
Aligned left, Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_BT_307_t 


P_BI30/_b 


P_BT_307_t used in conjunction with P_BT_307_b 


Johnston 
Street 


te To 
301 The Pines SC 


303 Doncaster 


Hail Bus Here 


Trains 150m Qa 


Complete totem 


Visual only 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus — page 16 


Quick reference 
P_ BT_t 307 
Scale 1:4 


Primary sign type 
BT Bus Totem top panel 


Sign dimensions 307mm x 600mm 


Colour reference 

M@lmmml Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmmm Avery® 935 Intense Blue / PMS 285 Blue 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


For use up to a maximum of three routes 
> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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307 P_BT_t_307 used in conjunction with P_BT_b_307 Quick reference 


P_BT_b_307 
Scale 1:4 


Ss Johnston 
pa Street : . 
| 
' Primary sign type 
a. BT Bus Totem base 
Bus mode graphic 
ie a ge Allg 152 Orange ae Sign dimensions 307mm x 800mm 


Hail Bus Here 
Trains 150m > 


Colour reference 
Mmm =PMS 151 Orange — Powdercoated finish 
MM PMS 152 Orange 


Anti-grafitti coating 
Anti-graffiti clear coat finish 


Notes 
> Colours must be matched to Pantone® (PMS) swatches 


> All measurements are in millimetres 


Background panel prints 
to match PMS 151 Orange 


P_BT_b_307 


Complete totem 


Visual only 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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OPERATORLOGO | | OPERATORLOGO ! 
TO GO HERE pate TO GO HERE 


Box Hill 
Deep Creek 
Donvale 


Hail Bus Here 


Trains 150m 


PTV symbol to match 
PMS 151 Orange 
Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Primary stop name 

Helvetica Neue Roman 

165pt/165pt leading, 42.5mm cap height 
White, Aligned right 


Background panel to match 
PMS 151 Orange 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
180mm x 180mm 

Cropped as shown 


Header panel to match Black 


Header text / route names 

Helvetica Neue Roman, 80pt/20mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Spt white keylines 


Route number 

Helvetica Neue Roman, 80pt/20mm cap height 
White, Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_BT_t_437_1-3 


P_BT_b_437 


P_BT_t_487_1-3 used in conjunction with P_BT_b_437 


PT> 


Johnston 
Street 


Route To 

302 Box Hill 
305 Deep Creek 
309 Donvale 


Hail Bus Here 


Trains 150m Qe5 


Complete totem 


Visual only 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus — page 18 


Quick reference 
P_BT_t_ 437 1-3 
Scale 1:4 


Primary sign type 
BT Bus Totem top panel, 1-3 routes 


Sign dimensions 437mm x 600mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Ml Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmmm Avery® 935 Intense Blue / PMS 285 Blue 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


For use up to a maximum of three routes 
> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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maximum logo area 131 x 40mm 


OPERATOR LOGO 
TO GO HERE 


OPERATOR LOGO 
TO GO HERE 


To 


Dandenong Noble Park 


Brandon Park SC 


via Waverley Gardens SC 


Waverley Gardens 


Springvale South 


Hail Bus Here 


Trains 150m 


PTV symbol to match 
PMS 151 Orange 
Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Primary stop name 

Helvetica Neue Roman 

165pt/165pt leading, 42.5mm cap height 
White, Aligned right 


Background panel to match 
PMS 151 Orange 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
180mm x 180mm 

Cropped as shown 


Header panel to match Black 


Route To text 

Helvetica Neue Roman, 60pt/15mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


8pt white keylines 


Route Names 

Helvetica Neue Roman, 35pt/9mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Route number 

Helvetica Neue Roman, 80pt/20mm cap height 
White, Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked’ 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_BT_t_437_4-6 


P_BT_b_437 


P_BT_t_487_4-6 used in conjunction with P_BT_b_437 


PT> 
Scott Street 


Route To 


Hail Bus Here 
Trains 150m 


Complete totem 


Visual only 
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Quick reference 
P_BT_t_ 437 4-6 
Scale 1:4 


Primary sign type 
BT Bus Totem top panel, 4—6 routes 


Sign dimensions 437mm x 600mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Ml Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmmm Avery® 935 Intense Blue / PMS 285 Blue 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> For use with four to six routes. For one to three routes 
use P_BT_487_1-3, or for seven to twelve routes use 
P_BT_437_7-12 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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Route To 

301 The Pines SC 
302 Box Hill 

303 Mitcham 

304 Ringwood 
305 Deep Creek 


mle)alatsice)al 
Street. 


Route To 

307 Mitcham 
Deep Creek 
Donvale 
The Pines SC 
Gardenvale 


306 Ringwood North 


Trains 150m 


ail Bus Here 


PTV symbol to match 
PMS 151 Orange 
Logo area: 120mm x 69mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 


Primary stop name 
Helvetica Neue Roman 
165pt/165pt leading 
White 

Aligned right 


Background panel to match 
PMS 151 Orange 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Header panel to match Black 


8pt white keylines 

Header text / route names 
Helvetica Neue Roman, 45pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Route number 

Helvetica Neue Roman, 45pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 


P_BT_t_437_7-12 


P_BT_b_437 


P_BT_487_t_7-12 used in conjunction with P_BT_b_437 


PT> 


Johnston 
Street 


Hail Bus Here 


Trains 150m, 


Complete totem 


Visual only 
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Quick reference 
P_BT_t_437_ 7-12 
Scale 1:4 


Primary sign type 
BT Bus Totem top panel, 7-12 routes 


Sign dimensions 437mm x 600mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Ml Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmmm Avery® 935 Intense Blue / PMS 285 Blue 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> For use with seven to twelve routes. For one to three 
routes use P_BT_487_1-8, or for four to six routes use 
P_BT_487_4-6 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 
> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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_BT_b_487 can be used in conjunction with ; 
437 P_BT_t_437_1-3, P_BT_t_437_4-6 or P_BT_t_437_7-12 Quick reference 


a Scale 1:4 
ia Johnston 
¢ Street 
+ ‘ : 
. = Primary sign type 
202 Box Hl BT Bus Totem base 
305 Deep Creek 
somes onvale Signdimensions 440mm x 800mm 
Colour reference 
_ Mmmm =PMS 151 Orange — Powdercoated finish 
Bus mode graphic ME PMS 152 Orange 
Prints to match PMS 152 Orange Anti-grafitti coating 
Cropped as shown Anti-graffiti clear coat finish 
Notes 
> Colours must be matched to Pantone® (PMS) swatches 
> All measurements are in millimetres 
Background panel prints 
to match PMS 151 Orange = 
NR 
Lop) 
t+ 
2) 
KE 
= 
jae 


Complete totem 


Visual only 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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OPERATOR LOGO 
TO GO HERE 


Blackburn 
Station 


Route 


905 


The Pines SC 


Route 


280 
231 


Trains 


Manningham 
Loop 


Templestowe 


Qt 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Smartbus graphic (if required) 120mm x 36mm 


Header text / route names 
Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Spt white keylines 


Two line route name 

Helvetica Neue Roman 

80pt on 80pt leading 

White 

Aligned to margins indicated 

Two lines centred vertically in panel 


Route number 

Helvetica Neue Roman, 178pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 285 Blue 
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Quick reference 
P SBT _t 1-2 
Scale 1:4 


Primary sign type 
SBT SmartBus totem top 


Sign dimensions 


350mm x 810mm 


Colour reference 


Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 926 Sunrise Orange / PMS 152 Orange 


Avery® 901 Black / Black 


Avery® 900 White / White 
Avery® 956 Grass Green / PMS 369 Green 
Avery® 935 Intense Blue / PMS 285 Blue 


Sa 
SSS 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
SSsq 
| 
ss 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


Vv 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


Vv 


against failure and fading in outdoor conditions for 
ten years or better 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


Vv 


Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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OPERATOR LOGO 
TO GO HERE 
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yRoute 


y The Pines SC 


O O [ Mitcham 


OO8 The Pines sc 
ay 


Trains 120m 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/1 40pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Smartbus graphic (if required) 120mm x 36mm 


Header text / route names 
Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Two line route name 

Helvetica Neue Roman 

80pt on 80pt leading 

White 

Aligned to margins indicated 

Two lines centred vertically in panel 


Route number 

Helvetica Neue Roman, 178pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Route panels always to match 


PMS Cool Grey 11 


Connectivity wayfinding panel 
to match PMS 285 Blue 
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Quick reference 
P SBT t 1-4 
Scale 1:4 


Primary sign type 
SBT SmartBus totem top 


Sign dimensions 350mm x 840mm 


Colour reference 

Ml Avery® 910 Dark Orange / PMS 151 Orange 
Mmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm = Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mmmm Avery® 935 Intense Blue / PMS 285 Blue 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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OPERATOR LOGO OPERATOR LOGO 
TO GO HERE TO GO HERE 


Greensborough 
Plaza 


Route 


y City=— 


NightRider_ _ 


ov 


Route number 


Trains 


Two line route name 
Helvetica Neue Roman 


40pt on 44pt leading Aligned left 


White Centred vertically in panel 
Numbers must be kerned/tracked 


Two lines centred vertically in panel 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Smartbus graphic (if required) 120mm x 36mm 


Header text / route names 
Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Spt white keylines 


Route panels always to match 
PMS Cool Grey 11 


Two line route name 

Helvetica Neue Roman 

4Opt on 40pt leading 

White 

Aligned to margins indicated 

Two lines centred vertically in panel 


Route number 

Helvetica Neue Roman, 80pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked’ 


Connectivity wayfinding panel 
to match PMS 285 Blue 


Helvetica Neue Roman, 97pt, White 
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Quick reference 
P SBT t_1-6 
Scale 1:4 


Primary sign type 
SBT SmartBus totem top 


Sign dimensions 350mm x 810mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmm Avery® 956 Grass Green / PMS 369 Green 
ME Avery® 985 Intense Blue / PMS 285 Blue 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


Vv 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


Vv 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


Vv 


Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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City 
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City 
Lonsdale St 


City 
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Trams 180m 


31 Rucsell St 
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PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Smartbus graphic (if required) 120mm x 36mm 


Header text 

Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route names 

Helvetica Neue Roman, 40pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Two line route name 

Helvetica Neue Roman 

4Opt on 40pt leading 

White 

Aligned to margins indicated 

Two lines centred vertically in panel 


8pt white keylines 


Route panels always to match 
PMS Cool Grey 11 


Route number 

Helvetica Neue Roman, 100pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Connectivity wayfinding panel 
to match PMS 369 Green 


Part 3: Construction drawings and finishes - Section 1.3 Primary Bus 


Quick reference 
P_SBT_t 1-12 
Scale 1:4 


Primary sign type 
SBT SmartBus totem top 


Sign dimensions 350mm x 840mm 


Colour reference 

Ml Avery® 910 Dark Orange / PMS 151 Orange 
Ml Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mmm Avery® 956 Grass Green / PMS 369 Green 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Smartbus graphic (if required) 120mm x 36mm 


Header text 

Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route names 

Helvetica Neue Roman, 40pt, White 
Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Two line route name 

Helvetica Neue Roman 

AOpt on 40pt leading 

White 

Aligned to margins indicated 

Two lines centred vertically in panel 


Route number 

Helvetica Neue Roman, 100pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked 


Route panels always to match 
PMS Cool Grey 11 


Connectivity wayfinding panel 
to match PMS 369 Green 
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Quick reference 


P_SBT_t 4-6 
Scale 1:4 


Primary sign type 
SBT SmartBus totem top 


Sign dimensions 350mm x 840mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mmm Avery® 956 Grass Green / PMS 369 Green 


Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 


against failure and fading in outdoor conditions for 
ten years or better 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Tram connectivity panels to match PMS 369 Green 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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350 P_SBF_t used in conjunction with P_SBF_b 
Quick reference 


P_SBT_b 
Scale 1:4 


Greensborough 
Plaza 


Blackburn 
Station | 


Primary sign type 
SBT SmartBus totem base 


Sign dimensions 350mm x 1087mm 


Route Bus 


9 02 Airport West 


Route 


Route 


iddl 
7 0 See 


P_SBF_t 


P_SBF_t 


Colour reference 
«Dulux Metropolis Silver Glo Pearl 
— Powdercoated finish 


Anti-grafitti coating 
Anti-graffiti clear coat finish 


765 Mitcham 
736 Mitcham 


Trains 


Notes 
> All measurements are in millimetres 
> SmartBus decal applied directly to powdercoated panel 


> SmartBus logo not to be included if no SmartBus 
routesidentified in the routes on the totem header. 
See P_SBT_1-12 as an example. 


P_SBF_b 
P_SBF_b 


Complete totem Complete totem 
Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
Visual only Visual only methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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1300 


MASTHEAD (1000) 


WAYFINDING (300) 


300 


700 


100 


100 


100 


1000 


Platform 2 / Albury 


Buses 


72.5 14.5 725 14.5 72.5 14.5 72.5 


35 


PTV symbol is white 


Operator logo is white 


7pt/2.5mm white keyline 


Background panel 
to match PMS 2592 Purple 


Station name 
Helvetica Neue Roman 
860pt/360pt leading 
(cap height 86mm) 
White 

Aligned right 


Train mode graphic 

To match PMS 2612 Dark Purple 

Centred vertically within main Purple panel 
654mm x 654mm 


Disabled access icon reverses white 
on blue to match PMS 285 Blue 
72.5mm x 72.5mmM 

Centred vertically within panel 


5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mmM 
Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


Part 3: Construction drawings and finishes - Section 1.4 Primary Regional page 28 


Quick reference 
R_P_100 
Scale 1:6.66° 


Primary sign type_Regional Train 
P Masthead and wayfinding 


Sign dimensions 1000mm x 1100mm 
1000mm x 1200mm 
1000mm x 13800mm 


Colour reference 


Mumm Avery® 5536 Translucent Grape Purple 
Mmmm Avery® 984 Dark Purple 
Mumm Avery® 5517 Translucent Sunset Orange 
— bus connectivity 
Mmmm Avery® 5501 Translucent Black 
Notes 
> Colours must be matched to Avery® signage films 


All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 5501 Translucent Black 


Bus connectivity wayfinding panels are manufactured 
in Avery® 5517 Translucent Sunset Orange 


vVev 


Vv 


Vv 


Vv 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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1950 


MASTHEAD (1500) 


WAYFINDING (450) 


405 


1095 


150 


150 


150 


52.5 52.5 


PTV symbol is white 


Operator logo is white 


7pt/2.5mm white keylines 


Background panel to match 
to match PMS 2592 Purple 
| 


Shepparton 
station 


Station name 

Helvetica Neue Roman 

540pt/520pt leading (142mm Cap height) 
White 

Aligned right 

Please note: stations with long 

single word names should use 

R_P_142 artwork file 


Train mode graphic 

To match PMS 2612 Dark Purple 
Centred vertically within main purple panel 
980mm x 980mm 


7pt/2.5mm white keylines 


Icons/arrows are white 
110mm x 110mm 
Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

237pt (cap height GOmm) 

White, Aligned left, Single lines only 
Centred vertically within panel 


Information 


Buses 


Bus connectivity panel 
to match PMS 151 Orange 


| LI LI LI | 
110 22 110 22 110 22 110 
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Quick reference 
R_P_120 
Scale 1:10 


Primary sign type_Regional Train 
P Masthead and wayfinding 


Sign dimensions 1200mm x 1650mm 
1200mm x 1800mm 
1200mm x 1950mm 


Colour reference 

Avery® 5536 Translucent Grape Purple 
Avery® 984 Dark Purple 

Avery® 5517 Translucent Sunset Orange 
— bus connectivity 


Avery® 5501 Translucent Black 


z 
° 
= 
oO 
7) 


Vv 


Colours must be matched to Avery® signage films 
All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 5501 Translucent Black 


Bus connectivity wayfinding panels are manufactured 
in Avery® 5517 Translucent Sunset Orange 


vVev 


Vv 


Vv 


Vv 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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180 


180 


650 


60 


90 


140 


Alternative route panel layouts Quick reference 
P_CF_s 
Scale 1:4 
20 350 20 
Network graphic to match = >) . . R . 
PMS 2592 Purple Route name rimary sign type_Regiona 
80pt ; 
PTV symbol to match Helvetica Neue Roman CF Coach flag, single route 
PMS 2592 Purple Q = Port Campbell White, Aligned left ; ; ; g; g 
Logo area: 133mm x 76mm Dig Allanstord= Nullaware-o limboon Secondary text Sign dimensions 350mm x 650mm 
; Helvetica Neue Roman 
Full reflective background 40pt Colour reference 
— ; een MEE Avery® 984 Dark Purple 
Example of one line route name plus one line of secondary text mum Vinyl to match PMS 2612 Purple 
V/Line logo to match Gm Avery® 983 Gunmetal Grey 
2592 Pill 7 Mmmm Avery® 901 Black / Black 
rar one ge nen ee Two line route name Avery® 900 White / White 
Helvetica Neue Roman 


1 1 1 ; Avery® T-6500 / 3M Diamond Grade Reflective 
I | 80pt on 80pt lead 
= Deakin U =) iversity / Ss White, Aligned left (or equivalent) 
Primary stop name 


Helvetica Neue Roman All ansfor e| 


140pt/140pt leading Notes 
White 
Aligned right ; > Colours must be Avery® signage films or matched 
Example of two line route name to Pantone® (PMS) swatches 
Coach mode graphic F wii 
To match aves 612 Purple > All measurements are in millimetres 
t rtically withi | ' . : : 
Pelle A eeapeh A et Two line route name > Vinyl and ink graphics must be guaranteed by warranty 


Cropped as shown Helvetica Neue Roman against failure and fading in outdoor conditions for 


80pt on 80pt leading 


Background panel to match White, Aligned left ten years or better 

Pie aoe FUE > Primary stop names to use a maximum of two lines; 

Header panel to match Black Secondary text secondary stop names (if required) can use a maximum 
Helvetica Neue Roman f l 

Header text/ route names 40pt of one line 

Helvetica Neue Roman By i i White, Aligned left i 

B0pt ample of two line route name plus one line (max) of secondary text , Allg > Single route bus flags — refer to P_CF_s artwork 

White and specifications 


Align left to margin indicated _ . 
> Connectivity panels may be added as required 


3pt white keylines — refer to artwork file C1 for artwork and specifications 


Base panel variations 
Route panel to match > Bus connectivity panels to match PMS 151 Orange 


PMS Cool Grey 11 i Alternative base panel text ; ‘ rr 
for set down only stops. > Regional train connectivity panels to match 


| 

PMS 2592 Purple 
Full reflective background . 
| 


140 


Helvetica Neue Medium 


| 
80pt ey 
Black ec OW Nn: | n Helvetica Neue Medium 
Aligned left 8 seeteas YN FEE SY  49851/32.5mm Cap height 


Black 
Aligned left 
\ % % J 
20 
20 — 
20 l Alternative base panel text 
l for bus bays. 
120 | 
| ; i 
ia | Helvetica Neue Medium 
+ | 350pt/90mm Cap height 
= | +e Black, Aligned right 
SK 
OOO OI OK B Y 2 Oe Le Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 
— ; : References to colour type, tone or shading is to be read as “equivalent to colour 
Helvetica Neue Medium type, tone or shading” and is not intended to prescribe a process or method of 
20 20 80pt/20.5mm Cap height generating the colour. 
Black, Aligned left di ae F 
This information is current as at September 2015. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 
120 to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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740 


180 


180 


60 


90 


90 


140 


20 


20 


oe 


89 x 44mm 


-. Winchelsea 


350 


20 


pT> 


| Warrnambool... 


ite) 
ite} 


Y 


120 


Coach Stops Here; _ 


Network graphic to match 
PMS 2592 Purple 


PTV symbol to match 
PMS 2592 Purple 
Logo area: 133mm x 76mm 


Full reflective background 


V/Line logo to match 
PMS 2592 Purple 
Logo area: 89mm x 44mm 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Coach mode graphic 
To match PMS 2612 Purple 


Centred vertically within purple panel 


155mm x 155mm 

Cropped as shown 
Background panel to match 
PMS 2592 Purple 


Header panel to match Black 


Header text / route names 
Helvetica Neue Roman 
80pt, White 

Aligned to margins indicated 
Centred vertically in panels 


8pt white keylines 


Route panels always to match 
PMS Cool Grey 11 


Helvetica Neue Medium 
80pt 

Black 

Aligned left 


Full reflective background 


90 


140 


140 


Alternative route panel layouts 


/_Port Campbell 


| _ via Allansford > Nullawarre > Timboon_ 


Example of one line route name plus one line of secondary text 


-_Deakin University /_ * 
-_Allansford 


Example of two line route name 


Example of two line route name plus one line (max) of secondary text 


Base panel variations 


Set Down'Only 


L 
20 
| 
: 3 
seeeeaeseeees Bay ___*v- 
L_| 
20 20 


120 


Route name 

80pt 

Helvetica Neue Roman 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
40pt 

White, Aligned left 


Two line route name 
Helvetica Neue Roman 
80pt on 80pt leading 
White, Aligned left 


Two line route name 
Helvetica Neue Roman 
80pt on 80pt leading 
White, Aligned left 


Secondary text 
Helvetica Neue Roman 
40pt 

White, Aligned left 


Alternative base panel text 
for set down only stops. 


Helvetica Neue Medium 
128pt/32.5mm Cap height 
Black 

Aligned left 


Alternative base panel text 
for bus bays. 


Helvetica Neue Medium 
350pt/90mm Cap height 
Black, Aligned right 


Helvetica Neue Medium 
80pt/20.5mm Cap height 
Black, Aligned left 
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Quick reference 


P_CF_m 
Scale 1:4 


Primary sign type_Regional 
CF Coach flag multiple routes 


Sign dimensions 350mm x 740mm 


Colour reference 

Mmmm Avery® 984 Dark Purple 

Hm Vinyl to match PMS 2612 Purple 

Hmm Avery® 983 Gunmetal Grey 

Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Vinyl and ink graphics must be guaranteed by warranty 
against failure and fading in outdoor conditions for 
ten years or better 


> Primary stop names to use a maximum of two lines; 
secondary stop names (if required) can use a maximum 
of one line 


> Single route bus flags — refer to P_CF_s artwork 
and specifications 


> Additional route panels may be added as required, 
up to amaximum of 4 — route panels to match 
PMS Cool Grey 11 


> Bus connectivity panels to match PMS 151 Orange 


Regional train connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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740 


ee Bendigo/Swan Hill *s 
Inthe event of train *, 
: disruptions, replacement 
“coach services will depart 
from here | 
7 | 
20 


Network graphic to match 
PMS 2592 Purple 


PTV symbol to match 
PMS 2592 Purple 
Logo area: 133mm x 76mm 


Full reflective background 


V/Line logo to match 
PMS 2592 Purple 
Logo area: 89mm x 44mm 


Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Train mode graphic 

To match PMS 2612 

Dark Purple 

Centred vertically within panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 2592 Purple 


Header panel to match Black 


Header Text 

Helvetica Neue Roman 

80pt 

White 

Aligned to margins indicated 
Centred vertically in panels 


Spt white keylines 


Route panels always to match 
PMS Cool Grey 11 


Destination 

Helvetica Neue Roman 
80pt 

White 

Aligned left 

Centred vertically in panel 


Full reflective background 


Helvetica Neue Roman 
78/78pt 

Black 

Aligned left 
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Quick reference 
P CF trm 
Scale 1:4 


Primary sign type_Regional 
CF Coach flag, pole mounted, 
train replacement coach service 


Sign dimensions 350mm x 740mm 


Colour reference 

Mmmm Avery® 984 Dark Purple 

Mmmm = Vinyl to match PMS 2612 Purple 

Mmm Avery® 983 Gunmetal Grey 

Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


e All measurements are in millimetres 
e Route panels to match PMS Cool Grey 11 
e Flag can be used for up to four destinations 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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600 


150 


180 


25 


50 


50 


50 


i) 


40 


20 307 20 
i [| 
[8g 


2.5 x 31mm 


Bendigo 


Warrnambool 


ail Bus Here 


Buses 150m 


Connectivity text 

Helvetica Neue Roman, 60pt/15mm cap height, White 
Aligned left 

Centred vertically in panel 


P_CT_t_307 used in conjunction with P_CT_b_307 


PTV symbol to match 
PMS 2592 Purple 
Logo area: 120mm x 69mm 


Full reflective background Winchelsea 


V/Line logo to match 
PMS 2592 Purple 
Logo area: 62.5mm x 31mm Bendigo 


Warrnambool 


Hail Bus Here 
m 


P_CT_t_307 


Hamilton 


Primary stop name 
Helvetica Neue Roman 
140pt/1 40pt leading, 35mm cap height = 
White 

Aligned right 


Background panel to match 
PMS 2592 Purple 


Coach mode graphic 

To match PMS 2612 Purple 
Centred vertically within purple panel 
155mm x 155mm 

Cropped as shown 


8pt white keylines 
Header panel to match Black 


Route To text 
Helvetica Neue Roman, 45pt/11mm cap height, White 
Aligned to margins indicated, Centred vertically in panels 


Route name 

Helvetica Neue Roman 
80pt/20mm cap height, White 
Aligned to margins indicated 


P_CT_b_307 


Route panels to match PMS Cool Grey 11 


Connectivity wayfinding panel Complete totem 


to match PMS 151 Orange 
Visual only 


Part 3: Construction drawings and finishes - Section 1.4 Primary Regional page 33 


Quick reference 
P_CT_t 307 
Scale 1:4 


Primary sign type 
CT Coach Totem top panel 


Sign dimensions 307mm x 600mm 


Colour reference 

Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
Mmmm =Vinyl to match PMS 2612 Purple 

Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm = Avery® 901 Black / Black 

Avery® 900 White / White 

Ml Avery® 910 Dark Orange / PMS 151 Orange 
Avery® T-6500 / 83M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


All measurements are in millimetres 
For use up to a maximum of three routes 
Route panels to match PMS Cool Grey 11 


VV VV 


Connectivity panels may be added as required 
(to a maximum of one) — refer to artwork file C1 
for artwork and specifications 


Vv 


Bus connectivity panels to match PMS 151 Orange 
> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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307 P_CT_b_307 used in conjunction with P_CT_t_307 Quick reference 
Scale 1:4 
bs Winchelsea 
ep) 
i 
+ : : 
| & Primary sign type 
. CRE Hamilton | CT Coach Totem base 
Coach mode graphic Dynslige 
ieee au ag Purple renee Sign dimensions 307mm x 800mm 
o> | Colour reference 
— Mmmm PMS 2592 Purple — Powdercoated finish 
ME PMS 2612 Purple 
Anti-grafitti coating 
Anti-graffiti clear coat finish 
Notes 
> Colours must be matched to Pantone® (PMS) swatches 
__ > All measurements are in millimetres 
Background panel 
to match PMS 2592 Purple 
S 
7 
a 
lo 
2, 
fall 


Complete totem 


Visual only 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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600 


110 


205 


40 40 40 


40 


90 


35 


20 


437 20 


PTV symbol to match 
PMS 2592 Purple 
Logo area: 120mm x 69mm 


81 x 40mm 
Full reflective background 


V/Line logo to match 
PMS 2592 Purple 


Logo area: 81mm x 40mm 


Primary stop name 

Helvetica Neue Roman 

165pt/165pt leading, 42.5mm cap height 
White, Aligned right 


Background panel to match 
PMS 2592 Purple 


Coach mode graphic 

To match PMS 2612 Purple 

Centred vertically within orange panel 
180mm x 180mm 

Cropped as shown 


Header panel to match Black 


Header text / route names 

Helvetica Neue Roman, 80pt/20mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Birregurra 
Colac 
Camperdown 


8pt white keylines 

Route names 

Helvetica Neue Roman, 80pt/20mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 

Route panels alwaysto match 

PMS Cool Grey 11 


ail Coach Here 


Connectivity wayfinding panel 


Buses 150m to match PMS 151 Orange 


P_CT_t_437_1-3 


P_CT_b_4387 


P_CT_t_487_1-3 used in conjunction with P_CT_b_437 


PT> 
Winchelsea 


To 

Birregurra 
Colac 
Camperdown 


Hail Coach Here 


Complete totem 


Visual only 
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Quick reference 
P_ CT_t_ 437. 1-3 
Scale 1:4 


Primary sign type 
CT Coach Totem top panel, 1-3 routes 


Sign dimensions 


437mm x 600mm 


Colour reference 

Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
Mmmm = Vinyl to match PMS 2612 Purple 

Mmm = Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mill Avery® 910 Dark Orange / PMS 151 Orange 


Avery® T-6500 / 83M Diamond Grade Reflective 
(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


For use with one to three routes. For four to six routes 
use P_CT_487_4-6, or for seven to twelve routes use 
P_CT_487_7-12 


Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


(to a maximum of one) — refer to artwork file C1 
for artwork and specifications 


Bus connectivity panels to match PMS 151 Orange 


> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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600 


110 


205 


40 40 40 


40 


90 


35 


20 


437 20 


20| PTV symbol to match 
PMS 2592 Purple 
Logo area: 120mm x 69mm 


(HASLAM KALAMA ALM 


81 x 40mm 


Full reflective background 


V/Line logo to match 
PMS 2592 Purple 
Logo area: 81mm x 40mm 


Primary stop name 

Helvetica Neue Roman 

165pt/165pt leading, 42.5mm cap height 
White, Aligned right 


Background panel to match 
PMS 2592 Purple 


Coach mode graphic 

To match PMS 2612 Purple 

Centred vertically within orange panel 
180mm x 180mm 

Cropped as shown 


Header panel to match Black 


Header text 

Helvetica Neue Roman, 60pt/15mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Warrnambool mo)aitslare 


8pt white keylines 

Route names 

Helvetica Neue Roman, 60pt/15mm cap height 
White, Aligned to margins indicated 

Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Port Fairy 


Connectivity wayfinding panel 


Buses 150m to match PMS 151 Orange 


P_CT_t_487_4-6 


P_CT_b_4387 


P_CT_t_437_4-6 used in conjunction with P_CT_b_437 


[i= pT> 
Winchelsea 


Warrnambool Portland 


Port Fairy Heywood 


Hail Bus Here 


Complete totem 


Visual only 
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Quick reference 
P_CT_t 437 4-6 
Scale 1:4 


Primary sign type 
CT Coach Totem top panel, 4—6 routes 


Sign dimensions 437mm x 600mm 


Colour reference 

Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
lm Vinyl to match PMS 2612 Purple 

Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Ml Avery® 910 Dark Orange / PMS 151 Orange 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> For use with four to six routes. For one to three routes 
use P_CT_487_1-8, or for seven to twelve routes use 
P_CT_487_7-12 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
(to a maximum of one) — refer to artwork file C1 
for artwork and specifications 


> Bus connectivity panels to match PMS 151 Orange 
> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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205 110 


29. 25 25 25 25 25 25 


15 


35 


20 


81 x 40mm 


437 


O = 50 ©,9.0.0.9.9.0. 9.9.9.2 ,9) 


20 


Birregurra 


Camperdown 


Terang 


Warrnambool 


ail Bus Here 


Buses 150m 


Port Fairy 
Portland 

Penhurst 

Hamilton 

Ballarat 


PTV symbol to match 
PMS 2592 Purple 
Logo area: 120mm x 69mm 


Full reflective background 


V/Line logo to match 
PMS 2592 Purple 
Logo area: 81mm x 40mm 


Primary stop name 
Helvetica Neue Roman 
165pt/165pt leading 
White 

Aligned right 


Background panel to match 
PMS 2592 Purple 


Coach mode graphic 

To match PMS 2612 Purple 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Header panel to match Black 


8pt white keylines 


Route names 

Helvetica Neue Roman, 45pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Connectivity wayfinding panel 
to match PMS 151 Orange 


P_CT_t_487_7-12 


P_CT_b_4387 


P_CT_t_487_7-12 used in conjunction with P_CT_b_437 


[= PT> 
Winchelsea 


Hail Bus Here 


Bu: 150m 


Complete totem 


Visual only 
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Quick reference 
P_CT_t 487_7-12 
Scale 1:4 


Primary sign type 
CT Coach Totem top panel, 7-12 routes 


Sign dimensions 437mm x 600mm 


Colour reference 

Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
Mmmm Vinyl to match PMS 2612 Purple 

Mm = Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mill Avery® 910 Dark Orange / PMS 151 Orange 
Avery® T-6500 / 83M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


For use with seven to twelve routes. For one to three routes 
use P_CT_487_1-8, or for four to six routes use 
P_CT_487_4-6 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
(to a maximum of one) — refer to artwork file C1 
for artwork and specifications 


> Bus connectivity panels to match PMS 151 Orange 
> Train connectivity panels to match PMS 285 Blue 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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P_CT_b_487 can be used in conjunction with , 
437 P_CT_t_437_1-3, P_CT_t_437_4-6 or P_CT_t_437_7-12 Quick reference 
= P_CT_b 437 
‘Vftine 
f PT: Scale 1:4 
° Winchelsea 
a! 
oO 
bl Primary sign type 
-! To 
———— CT Coach Totem base 
olac 
GEUATSSRSIOT Sign dimensions 437mm x 800mm 
bared Colour reference 
Mmmm PMS 2592 Purple — Powdercoated finish 
Coach mode graphic MM PIS 2612 Purple 
: lisa sap 2612 Purple Anti-grafitti coating 
ropped as shown 
oP Anti-graffiti clear coat finish 
Notes 
> Colours must be matched to Pantone® (PMS) swatches 
> All measurements are in millimetres 
Background panel 
to match PMS 2592 Purple 
kee 
oO 
sf 
ma 
KE 
a 
oO 


Complete totem 


Visual only 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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180 


180 


60 


90 


90 


90 


60 


60 


20 350 20 


2 py 


maximum logo area 145 x 44mm 


re Chea s SECC LS 45 > * 


OPERATOR LOGO 
TO GO HERE | 
| 


Ballarat 
Station 


mfclaaliicoyal 


Glenthompson 


Skipton 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


8pt white keylines 


Route names 

Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Connectivity wayfinding panel 
to match PMS 2592 Purple 


Part 3: Construction drawings and finishes - Section 1.4 Primary Regional 


Quick reference 
P RBT t 1-3 
Scale 1:4 


Primary sign type 
RBT Regional Bus totem top, 1-3 routes 


Sign dimensions 350mm x 810mm 


Colour reference 

Mill Avery® 910 Dark Orange / PMS 151 Orange 
Ml Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmm Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> To be used for existing regional totems (SmartBus style) 
with with four to eight routes 


> If more than two bus operators operate the services 
listed on a flag then no operator logos are to be included 
on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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750 


180 


180 


40 


60 


90 


40 


60 


60 


40 


20 350 20 


ir 


ESS SESE ES ELS IS RPS PG Ps E 


maximum logo area 145 x 44mm 


[| 


es 


pT> 


OPERATOR LOGO 
TO GO HERE 


Hamilton 


Skipton 


Ballarat 


Trains 150m 


Ballarat. 
Station 


20 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


180 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


180 


Header panel to match Black 


40 


750 


Route names 

Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


60 


V/Line symbol to match White 
Logo area: 126mm x 62.5mm 


90 


Spt white keylines = 


40 


Route panels always to match 
PMS Cool Grey 11 


60 


60 


Connectivity wayfinding panel 
to match PMS 2592 Purple 


40 


_ 


350 


Ballarat 
Station 


To 


Hamilton 


V/Line 


To 


Skipton 


Ballarat 


Trains 150m 


Route number 

Helvetica Neue Roman, 80pt, White 
Aligned left 

Centred vertically in panel 

Numbers must be kerned/tracked’ 


140 
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Quick reference 
P RBT t 1-2 
Scale 1:4 


Primary sign type 
RBT Regional Bus totem top, 1-2 routes 


Sign dimensions 


350mm x 750mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 


Avery® 900 White / White 


Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> To be used for existing regional totems (SmartBus style) 


with one or two regional bus routes with one or two 
V/Line coach routes, three routes in total 


If more than two bus operators operate the services 
listed on a flag then no operator logos are to be included 
on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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180 


180 


60 


60 


60 


60 


60 


90 


60 


20 


350 


20 


Peterborough 


London Bridge 


Sherwood 
Park 


Warrnambool 


maximum logo area 145 x 44mm 

OPERATOR LOGO 
TO GO HERE 
1 


maximum logo area 145 x 44m 


OPERATOR LOGO 
TO GO HERE 


Twelve Apostles 


Lavers Hill 


Port 
Campbell 


PTV symbol to match 
PMS 151 Orange 
Logo area: 183mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


8pt white keylines 


Route names 

Helvetica Neue Roman, 40pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


Connectivity wayfinding panel 
to match PMS 2592 Purple 
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Quick reference 
P RBT t 4-8 
Scale 1:4 


Primary sign type 
RBT Regional Bus totem top, 4—8 routes 


Sign dimensions 350mm x 810mm 


Colour reference 

Mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black / Black 

Avery® 900 White / White 

Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> To be used for existing regional totems (SmartBus style) 
with one or two regional bus routes with four or eight routes 


> If more than two bus operators operate the services 
listed on a flag then no operator logos are to be included 
on the flag 


Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 
— refer to artwork file C1 for artwork and specifications 


> Train connectivity panels to match PMS 285 Blue 


Regional train and coach connectivity panels to match 
PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 


© Public Transport Victoria 2015 
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P_RBT_t 


20 350 20 


maximum logo area 145 x 44mm 


tiie 444 C646 SSD 22S + 


a pp 


OPERATOR LOGO 
TO GO HERE 


Ballarat. 
Station 


fo) 


+ 
Lee 


Glenthompson 


Skipton 


Trains 160m 


PTV symbol to match 
PMS 151 Orange 
Logo area: 133mm x 76mm 


Full reflective background 


Operator logo to match 

PMS 151 Orange within the 
maximum bounding area shown 
See section 4 Icons for bus operator 
logo suite and scaling rules. 

Two bus operator logos 

— refer to BF_P_m for specifications 


Primary stop name 
Helvetica Neue Roman 
140pt/140pt leading 
White 

Aligned right 


Bus mode graphic 

To match PMS 152 Orange 

Centred vertically within orange panel 
155mm x 155mm 

Cropped as shown 


Background panel to match 
PMS 151 Orange 


Header panel to match Black 


Route names 

Helvetica Neue Roman, 80pt, White 
Aligned to margins indicated 
Centred vertically in panels 


Route panels always to match 
PMS Cool Grey 11 


8pt white keylines 


Connectivity wayfinding panel 
to match PMS 2592 Purple 


750 


180 


180 


60 


90 


60 


60 


60 


60 


P_RBT_t 


20 350 20 


PT 


maximum logo area 145 x 44mm 
OPERATOR LOGO 
TO GO HERE 
I 


Apollo Bay 


Route 


Warrnambool 


Peterborough Twelve Apostles 


London Bridge Lavers Hill 


Trains 


Two line route name 


Helvetica Neue Roman 


A4Opt on 44pt leading 
White 


Two lines centred vertically in panel 


Part 3: Construction drawings and finishes - Section 1.4 Primary Regional page 42 


Quick reference 
P RBT t 
Scale 1:4 


Primary sign type 
RBT Regional Bus totem top 


Sign dimensions 


350mm x 750mm 


Colour reference 

Mmmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmm Avery® 926 Sunrise Orange / PMS 152 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm «Avery® 901 Black / Black 


Avery® 900 White / White 


Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 


Avery® T-6500 / 3M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


lf more than two bus operators operate the services 
listed on a flag then no operator logos are to be 
included on the flag 


> Route panels to match PMS Cool Grey 11 


> Connectivity panels may be added as required 


— refer to artwork file C1 for artwork and specifications 


> Train connectivity panels to match PMS 285 Blue 


> Regional train and coach connectivity panels to match 


PMS 2592 Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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350 


P_RBT_b 


To be used in conjuction with P_LRBT_1-3, P_LRBT_4-8 or P_LRBT_1_1-12 


Ballarat 
Station 


Route 
Hamilton 
Route 


Glenthompson 


Skipton 


Trains 130m (ca) “~ 


Complete totem 


Visual only 


Apollo Bay 


Route 


Warrnambool 


Route 


Part 3: Construction drawings and finishes — Section 1.4 Primary Regional 


Quick reference 
P RBT_b 
Scale 1:4 


Primary sign type 
RBT Regional Bus totem base 


Sign dimensions 350mm x 1087mm 


Colour reference 
«Dulux Metropolis Silver Glo Pearl 
— Powdercoated finish 
Anti-grafitti coating 
Anti-graffiti clear coat finish 


Notes 
> All measurements are in millimetres 


page 43 


Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 


methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 


of generating the colour. 
This information is current as at June 2013. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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MASTHEAD (660) 


WAYFINDING (300) 


270 


390 
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100 


35 


Buses 


1000 rl 


ully Station 


ms1,2and3 _—__— oy GON 


Information 


35 


" 


72.5 14.5 72.5 14.5 725 14.5 72.5 


PTV logo is white 


Operator logo is white 
7pt/2.5mm white keylines 


Background panel 
to match PMS 285 Blue 


Station name 
Helvetica Neue Roman 
8360pt/360pt leading 
(cap height 96mm) 
White 

Aligned right 


Disabled access icon reverses white 
on blue to match PMS 285 Blue 
72.5mm x 72.5mm 

Centred vertically within panel 


5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 

Centred in square 

Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 
Helvetica Neue Roman 
158pt (cap height 40mm) 
White 


Aligned left 
Single lines only 
Centred vertically within panel 


Bus connectivity panel 
to match PMS 151 Orange 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train 


Quick reference 


S1_100 
Scale 1:6.66' 


Secondary sign type 
$1 Masthead and wayfinding 


Sign dimensions 1000mm x 760mm 


1000mm x 860mm 
1000mm x 960mm 


Colour reference 


Avery® 935 Intense Blue / PMS 285 Blue 
Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 901 Black 


Avery® 900 White 


Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


All measurements are in millimetres 


> Number of panels in wayfinding section may change 


to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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$1_100 


S1_100_bw 


R_S1_100 


S1_100_bw 


Example of use 


Cheltenham 
Station 


Platform 1 / City DR 


Platform 2 / Frankston KR 
RMIT iN 


Traralgon 100m > 


via Yarram 


Inverloch 


via Lai 


Yarram 


via Lang Lang 


822 Chadston 


departs Park Rd > Mur slat 


paxen amie pene e 100m > 


S1_100_bw used in conjunction with S1_100 
or R_S1_100 sign to display multi route 
bus connectivity on a train primary sign. 


Murchison East 
Station 


Platform 1 / City 


Platform 2 / Frankston ‘S) S 


Information 


Buses To 


Traralgon 


via Yarram 


Inverloch 


via Lang Lang > Anderson > Cowes 


Chadstone — ham 
departs Park Rd > Murru heltenham: 


Pakenham 
departs Station Road > Berwick > Beaconsfield 


CONNECTIVITY (MAX 600) 


100 


100 


100 


100 


100 


100 


1000 


Traralgon 


via Yarram 


Inverloch 


via Lang Lang > Anderson > Cowes 


Yarram 


via Lang Lang > Leangatha 


Pakenham 


departs Station Road > Berwick > Beaconsfield 


Margin for ‘To’ column when 
one route number is shown 


| | 
257 

Margin for ‘To’ column when 
two route numbers are shown 


| 
| 
219 | 
| 
| 


357 
Margin for ‘To’ column when 
three route numbers are shown 


Bus connectivity panels as described on this page are an extention 
to the base of standard S1_100 sign as shown above. 
They should never be used as stand-alone signs. 


The maximum number of connectivity routes to be displayed in this format is four. 


If more than four routes need to be shown, S_BW suite of signs should be used, 
either as a stand-alone sign or as a backing to two sided Primary sign. 


35 


| 


100m iF 


14.5 72.5 


Bus connectivity heading panel 


to match PMS 151 Orange 


Buses / Route / To / Route No. text 


Helvetica Neue Roman 
158pt (cap height 40mm) 
White Aligned left to margins 


Background panel 
to match PMS 151 Orange 


5pt/1.75mm white keylines 


Route Name 

Helvetica Neue Roman 
106pt (cap height 28mm) 
White Aligned left 


‘Route Description 
Helvetica Neue Roman 
65pt White Aligned left 


“Stop Distance 
Helvetica Neue Roman 
158pt (cap height 40mm) 
White Aligned right 


LArrows are white 
72.5mm x 72.6mm 
Centred in square 
Centred vertically within panels 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train 


Quick reference 


S1_100 bw 
Scale 1:6.66' 


Secondary sign type addition 
$1 Bus wayfinding panel 


Sign dimensions 1000mm x 300mm 


1000mm x 400mm 
1000mm x 500mm 
1000mm x 600mm 


Colour reference 
Mmmm Avery® 910 Dark Orange / PMS 151 Orange 


Avery® 900 White 


or 


Mmm Dupont —- PTV Orange / PMS 151 Orange 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


This sign type is to be used as an addition to the base 
of S1_100 or R_S1_100 signs. It should never be used 
as a stand-alone sign 


Colours must be matched to Avery® signage films 
All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information, but 
should never exceed six panels in total (a connectivity 
panel, a background panel and four routes) 


Additional wayfinding panels are always divided by 
white keyline 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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$1_100 


$1_100_tw 


Example of use 


S1_100_tw used in conjunction with S1_100 
sign to display multi route tram connectivity on 
a train primary sign. 


Cheltenham 
Station 


Platform 1 / City 


OOK 


Platform 2 / Epping 


Trams To 


CONNECTIVITY (MAX 600) 


55 West Coburg 

86 Bundoora / RMIT 

86 Telstra Dome / Docklands 
112 West Preston 


112 Sth Melb / St Kilda Beach 430m NJ 


Tram connectivity panels as described on 

this page are an extention to the base 

of standard S1_100 sign as shown above. 

They should never be used as stand-alone signs. 


The maximum number of connectivity routes 
to be displayed in this format is four. 


100 


100 


100 


100 


100 


100 


Trams... 


S)S) 


86 7 


86 


35 
1000 [J 


West Coburg 


‘Bundoora/RMIT. +», 250m A 


Etihad Stadium / Docklands 


West Preston 


Sth Melb / St Kilda Beach 


21) 


14.5 72.5 


Tram connectivity heading panel 
to match PMS 369 Green 


Trams / Route / To / Route No. text 
Helvetica Neue Roman 

158pt (cap height 40mm) 

White Aligned left to margins 


Background panel to match 
PMS 369 Green 


5pt/1.75mm white keylines 


Route Name 
Helvetica Neue Roman 
106pt White Aligned left 


(cap height 28mm) 


Stop Distance 

Helvetica Neue Roman 
158pt (cap height 40mm) 
White Aligned right 


Arrows are white 

72.5mm x 72.5mm 

Centred in square 

Centred vertically within panels 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train page4é6 


Quick reference 


S1_100 tw 
Scale 1:6.66' 


Secondary sign type 
$1 Tram wayfinding panel 


1000mm x 300mm 
1000mm x 400mm 
1000mm x 500mm 
1000mm x 600mm 


Common dimensions 


Colour reference 
Mumm Avery® 956 Grass Green / PMS 369 Green 
Avery® 900 White 


or 


ummm =Dupont — PTV Green / PMS 369 Green 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 


> This sign type is to be used as an addition to the base 
of S1_100 signs. It should never be used as a 
stand-alone sign 

> Mask and spray with anti-graffiti clear coat must be 


used on all signage lower than three metres or that may 
be subject to vandalism 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information, but 
should never exceed six panels in total (a connectivity 
panel, a background panel and four routes) 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont —- PTV Black 


> Tram connectivity heading panel is manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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700 


700 


MASTHEAD (400) 


WAYFINDING (300) 


MASTHEAD (400) 


WAYFINDING (300) 


200 


200 


100 100 


100 


200 


200 


100 100 


100 


ia 1400 I | 


PTV symbol and 
operator logo are white 
Aligned to margins 


oe 
lM : 
ih 35 


c= Most 


Narre Warren Station 


5pt/1.75mm white keylines 


Background panel to match PMS 285 Blue 


Station name 

Helvetica Neue Roman 
323pt (cap height 81mm ) 
White 


_Platform.1/ City 


Aligned right 
70 y > Standard wayfinding panels are black 
ae 8 ee Ss SS ee 5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 
Centred vertically within panels 


Platform 2 / Pakenham 


Information Wayfinding text 
Helvetica Neue Roman 
158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


(2G 2025 res 


Two column - single connectivity mode version 


30 30 
[| 1400 [| 


PTV symbol and 
operator logo are white 
Aligned to margins 


5pt/1.75mm white keylines 


Background panel to match PMS 285 Blue 


Station name 

Helvetica Neue Roman 
823pt (cap height 81mm ) 
White 

Aligned right 


Platform 2 
Shrives Road Exit 


O¢ 


Silas 


wW 
72.5 272.5 30 30 


Standard wayfinding panels are black 
5pt/1.75mm white keylines 


Platform 1 < 


O<¢ 


Icons/arrows are white 
72.5mm x 72.5mm 
Centred vertically within panels 


Information 


Bu ses Wayfinding text 
Helvetica Neue Roman 
158pt (cap height 40mm) 
L_I|_ _| White 
72.5 272.5 Aligned left 
il Single lines only 


Centred vertically within panel 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train 


Quick reference 


S1_140 
Scale 1:10 


Secondary sign type 
BW Masthead and wayfinding 


Sign dimensions 


1000mm x 13800mm 


Colour reference 

Mmm Avery® 935 Intense Blue / PMS 285 Blue 
mmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 901 Black 


Avery® 900 White 


or 


ME Dupont - PTV Blue / PMS 285 Blue 
MEME Dupont — PTV Orange / PMS 151 Orange 
MM Dupont — PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


> 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 

Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


All measurements are in millimetres 

Number of panels in wayfinding section may change 

to accommodate individual location information and 
additional connectivity requirementsto maximum of three 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont - PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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600 


600 


MASTHEAD (400) 


WAYFINDING (200) 


MASTHEAD (400) 


WAYFINDING (200) 


200 


200 


100 


100 


200 


200 


100 


100 


OPTION 1 - 81mm CAP HEIGHT 


“Mimetro }« 


35 


Tickets 


1700 


72:5 2 726 30°90 


OPTION 2 - 101mm CAP HEIGHT 


35 


Tickets 


2500 


Information 


PTV symbol and 
operator logo are white 
Aligned to margins 


5pt/1.75mm white keylines 


Background panel to match PMS 285 Blue 


Station name 

Helvetica Neue Roman 

328pt (cap height 81mm) 
White 

Aligned right 

Icons/arrows are white 
72.5mm x 72.5mm 

Centred vertically within panels 


5pt/1.75mm white keylines 
Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


oe 


Station name 

Helvetica Neue Roman 
400pt (cap height 101mm) 
White 

Aligned right 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train 


Quick reference 


S2_ 170 
Scale 1:10 


Secondary sign type 
$2 Masthead and wayfinding 


Sign dimensions 


1700mm x 500mm (Min) 


Colour reference 
Mmm Avery® 935 Intense Blue / PMS 285 Blue 
Mmmm Avery® 901 Black 


Avery® 900 White 


or 


Mmm Dupont — PTV Blue/ PMS 285 Blue 
MMM Dupont - PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirementsto maximum of three 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont —- PTV Green 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont - PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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310 


310 


100 60 


50 


1 


100 60 


150 


VERSION A_ PLATFORM NUMBER TO RIGHT 


1620 


1000 310 


310 


Platform 2 


Frankston trains depart Platform 3 
7.29am - 8.52am Monday - Friday 


Please note grey keyline is 
indicative only, does not print 


Helvetica Neue Roman 

1014 pt (cap height 255.4mm) 
Black on PMS Cool Grey 2C panel 
Centred within 250 x 250mm panel 


White panel 


2mm vertical rule from 


PMS Cool Grey 11 


PTV symbol is white and PMS 485 Red 


on PMS Cool Grey 11 panel 


Apt white keylines 


Secondary Text 
Helvetica Neue Roman 


110/110pt (cap height 27.7mm) 
White on Black panel 
Aligned left 


Platform Number 
Helvetica Neue Roman 


VERSION B_ PLATFORM NUMBER TO LEFT 


1620 


06 C104 


310 310 1000 


158pt (cap height 39.8mm) 
White on Black panel 
Aligned left 


Platform 1 


Frankston trains depart Platform 3 
7.29am - 8.52am Monday - Friday 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train 


Quick reference 


W2_ 162 w 
Scale 1:10 


Wayfinding sign type 
W2 Platform Number / Wayfinding 


Sign dimensions 1310mm x 310mm 


Colour reference 

Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 925 Signal Red / PMS 485 Red 

Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Red / PMS 485 Red 

Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


= 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


> Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 65 30 


page 49 


Vertical clear space = S 


Apt white keylines 


37 


Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 


of generating the colour. 


This information is current as at June 2013. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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360 
WAYFINDING MASTHEAD 


(60) 


(300) 


100 100 60 


100 


30 


Platform 2 / Pakenham 


Information 


1400 


FOS Si 5 re 


General principles of use: 


- This signtype should only be used where vertical space prohibits the use of signtype S2_140 


- Wayfinding panels may be added or removed as required from the example above 


- The information on this sign type may only be divided into two columns if the text forms lines short enough to fit 


comfortably within the available space 


- If the sign is divided into two columns, and only one connectivity mode is to be displayed, it should span both columns 


- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Two column version 
700 


Shrives Road Exit 
Information 


Trams 


Shrives Road Exit 


Trams 


PTV symbol is white and PMS 485 Red 
on PMS Cool Grey 11 panel 


Standard wayfinding panels print black 
5pt white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 
Centred vertically within panels 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


Expanded view 


Vertical clear space = S 


37 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train page 50 


Quick reference 


W3_140 
Scale 1:10 


Wayfinding sign type 
WS3 Masthead and wayfinding 


Sign dimensions 1400mm x 160mm (Min) 


Colour reference 


Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 925 Signal Red / PMS 485 Red 
Avery® 901 Black 


° 


Avery® 900 White 
Avery® 956 Grass Green / PMS 369 Green 
Avery® 910 Dark Orange / PMS 151 Orange 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Red / PMS 485 Red 
Dupont — PTV Black 


Dupont — PTV White 


Dupont — PTV Green / PMS 369 Green 
Dupont — PTV Orange / PMS 151 Orange 


Dupont — PTV anti-graffiti clear coat 


Notes 


Vv 


Vv 


Vv 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


All measurements are in millimetres 


> Number of panels in wayfinding section may change 


Vv 


V 


Vv 


to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


360 
WAYFINDING MASTHEAD 


(60) 


(300) 


60 


I 2000 [| 


100 100 


100 


72.5 272.5 272.5 30 30 


728 2728 2726 


General principles of use: 


- This signtype should only be used where vertical space prohibits the use of signtype S2_196 

- Wayfinding panels may be added or removed as required from the example above 

- The information on this sign type must be displayed in two columns (as above). Two modes must be displayed in two columns 
- If only one connectivity mode is to be displayed, it should span both columns 

- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Two column, single connectivity panel version 


980 980 


Buses 


Expanded view 


Vertical clear space = S 


PTV symbol is white and PMS 485 Red 
on PMS Cool Grey 11 panel 


5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 

Centred in square 

Centred vertically within panels 


Disabled access icon reverses to 
white on blue to match PMS 285 
Centred vertically within panel 
Icon faces direction of facility 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


87 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train page 51 


Quick reference 


W3_200 
Scale 1:10 


Wayfinding sign type 
W3 Masthead and wayfinding 


Sign dimensions 1960mm x 160mm (Min) 


Colour reference 

Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
MM Avery® 925 Signal Red / PMS 485 Red 
MMMM Avery® 901 Black 
Pe 


Avery® 900 White 
Avery® 910 Dark Orange / PMS 151 Orange 


Mm =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mmmm =Dupont —- PTV Red / PMS 485 Red 

Bm = Dupont — PTV Black 
EE 
Notes 


Dupont — PTV White 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV anti-graffiti clear coat 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Vv 


Vv 


Vv 


Vv 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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300 


300 


228 


TO 


228 


(02 


For station names of approximately 7 characters or less. 


1100 


2mm vertical rule from 


PMS Cool Grey 11 


¥30 (.)— Comer radius 14mm 


~_— Please note grey keyline is 
indicative only, does not print 


Number is black 

to fit in 240mm x 240mm square 

Helvetica Neue Light, 970pt (cap height 240mm) 
Centred in panel 


White panel 


PTV symbol is white on 


PMS 285 Blue panel 


798 


300 


Station name 


Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


Panel prints to match 


PMS 285 Blue 
5.75pt/2mm white keyline 


BACK 


1100 


Graphics on reverse side of sign to be identical 
to those on front e.g. Platform number should 
always be on the right 


798 


300 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train page 52 


Quick reference 


S3_110 
Scale 1:6.66' 


Secondary sign type 
S3 Station ID / platform number pole blade 


Sign dimensions 1100mm x 300mm 


Colour reference 

MEE Dupont — PTV Blue / PMS 285 Blue 
MME Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 


subject to vandalism. 
> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV symbol 
within panel 


Expanded view 78 35 


5.75pt/2mm white 
keylines 


45 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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300 


228 


70 


For station names of between approximately 7 and 12 characters 


1420 


35 


2mm vertical rule from 
PMS Cool Grey 11 


Corner radius 14mm 


Please note grey keyline is 
indicative only, does not print 


Number is black 

to fit in 240mm x 240mm square 
Helvetica Neue Light 

970pt (cap height 240mm) 
Centred in panel 


White panel 


PTV symbol is white on 


PMS 285 Blue panel 


1118 


2 300 


Station name 


Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


Panel to match 


PMS 285 Blue 
5.75pt/2mm white keyline 


Part 3: Construction drawings and finishes - Section 2.1 Secondary Train page 53 


Quick reference 


S3_142 
Scale 1:6.66' 


Secondary sign type 
S3 Station ID / platform number pole blade 


Sign dimensions 1420mm x 300mm 


Colour reference 

MEE Dupont - PTV Blue / PMS 285 Blue 
MM Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 


5.75pt/2mm white 
keylines 


45 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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For station names of approximately 12 characters or more Quick reference 
S3_180 
Scale 1:8 
TWO WORD NAME Secondary sign type 
2mm vertical rule from $3 Station ID / platform number for long 
70 35 PMS Cool Grey 11 


station names 


rd 1800 | 


300 


300 


228 


#Oi 2 


228 


~—— Please note grey keyline is 
indicative only, does not print 


____ Number is black 

to fit in 240mm x 240mm square 
Helvetica Neue Light 

970pt (cap height 240mm) 
Centred in panel 


>— White panel 


THREE WORD NAME 


1498 


1800 


300 
PTV symbol is white on 


PMS 285 Blue panel 
Station name 


Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


Panel to match 


PMS 285 Blue 
5.75pt/2mm white keyline 


____ Number is black 
to fit in 240mm x 240mm square 
Helvetica Neue Light 
970pt (cap height 240mm) 
Centred in panel 


1498 


300 


Station name 

Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


Sign dimensions 1800mm x 300mm 


Colour reference 

MEE Dupont — PTV Blue / PMS 285 Blue 
MM Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 78 35 


5.75pt/2mm white 
keylines 


45 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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370 


278 


90 


105 50 
———— 1200 


Corner radius 14mm 


Panel to match 
PMS 285 Blue 


Station name 

Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


|___-§.75pt/2mm white keyline 


PTV symbol is white on 
PMS 285 Blue panel 
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Quick reference 


S4_ 120 
Scale 1:6.66' 


Secondary sign type 
S4 Station ID 


Sign dimensions 1200mm x 370mm 


Colour reference 

MEE Dupont - PTV Blue / PMS 285 Blue 
MM Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV symbol 
within panel 


Expanded view 100 50 


5.75pt/2mm white 
keylines 


57 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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370 


370 


278 


90 


278 


90 


OPTION 1 —- 90mm CAP HEIGHT 


1500 


This sign artwork is to be used only to replace an existing individual sign. 


OPTION 2 - 140mm CAP HEIGHT 


This sign artwork is to be used when signage for an entire platform is being installed or replaced. 


1500 


PT> 


50 


Corner radius 14mm 


Panel to match 
PMS 285 Blue 


Station name 

Helvetica Neue Roman 

357pt (cap height 90mm) 
White on PMS 285 Blue panel 
Aligned right 


|___ §,75pt/2mm white keylines 


PTV symbol is white on 
PMS 285 Blue panel 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 
White on PMS 285 Blue panel 
Aligned right 


Part 3: Construction drawings and finishes - Section 2.1Secondary Train page 56 


Quick reference 


S4_ 150 
Scale 1:6.66' 


Secondary sign type 
S4 Station ID for long station names 


Sign dimensions 1500mm x 370mm 


Colour reference 

MEE Dupont - PTV Blue / PMS 285 Blue 
MEME Dupont - PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Refer below for detailed size and positioning of PTV symbol 
within panel 


Expanded view 100 50 


5.75pt/2mm white 
keylines 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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57 


670 


670 


350 


105 


215 


350 


105 


215 


SECONDARY COPY - Short message 


105 52.5 
a = 1 


Corner radius 28mm 


Panel to match 
PMS 285 Blue 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 
White on PMS 285 Blue panel 
Aligned right 


I 
I 
I 
I 
I 
I 
300 Y 


cee 


7pt/2.5mm white keylines 


PTV symbol is white on 
PMS 285 Blue panel 


Helvetica Neue Roman 

320pt (cap height 85mm) 
White on PMS 285 Blue panel 
Aligned right 


SECONDARY COPY - Long message 


105 52.5 
f | 1800 [| 


Corner radius 28mm 


Panel to match 
PMS 285 Blue 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 
White on PMS 285 Blue panel 
Aligned right 


7pt/2.5mm white keylines 


PTV symbol is white on 
PMS 285 Blue panel 


Helvetica Neue Roman 

267pt (cap height 67mm) 
White on PMS 285 Blue panel 
Aligned right 


“Regional trains also depart this platform. 


Part 3: Construction drawings and finishes - Section 2.1Secondary Train page 57 


Quick reference 


S5_180 
Scale 1:10 


Secondary sign type 
S4 Station ID with message 


Sign dimensions 1800mm x 670mm 


Colour reference 

MEE Dupont - PTV Blue / PMS 285 Blue 
MM Dupont - PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Refer below for detailed size and positioning of PTV symbol 
within panel 


Expanded view hig. 52.5 


7pt/2.5mm 
white keylines 


67 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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MASTHEAD (296) 


WAYFINDING (288 — 360) 


152 


144 


72 


ve 


144 


Sign Type TPE_1-2 (1 or 2 route version) 


1400 


Flinders Street Station 
| Route To & 
/ 109 Mont Albert via Kew > Balwyn 


PTV symbol prints white 
Logo area: 165mm x 94mm 


Operator logo prints white 
Logo area: 247.5mm x 45mm 


3.6pt white keylines 


Stop Name 
290pt (78mm cap height), Helvetica Neue Roman 
White, Aligned right on PMS 369 Green panel 


Icons print white, 52 x 52mm 
Centred vertically within Black panel 


Route panels print to match PMS Cool Grey 11 
3.6pt white keylines 


364pt (92mm cap height) 
Helvetica Neue Roman 

Black, Align right 

Numbers must be kerned/tracked 


Background panel prints 
White 


Stop text 

Helvetica Neue Medium 
156pt 

Black 


Route details 

Helvetica Neue Roman 
96pt, White, Aligned left 
Text must be kerned/tracked 


Route number and name 
Helvetica Neue Roman 
130pt, White, Aligned left 
Centred vertically in panel 
Text must be kerned/tracked 


Part 3: Construction drawings and finishes - Section 2.2 Secondary Tram page 58 


Quick reference 
S TPE_1-2 
Scale 1:10 


Secondary sign type 
TPE Tram platform entry sign, 
1-2 routes 


Sign dimensions 1400mm x 800mm 


Colour reference 


Mmmm Avery® 956 Grass Green / PMS 369 Green 
ME Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 
Avery® 900 White 
or 
Mas = Dupont- PTV Green / PMS 369 Green 
Ms =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mmmm =Dupont — PTV Black 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 
Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that 
may be subject to vandalism. 


> All measurements are in millimetres 


> Additional wayfinding panels are always divided by 
white keyline 


> Multiple route S1 signs (3-4 routes) — refer to 
S_TPE_3-4 artwork and specifications 


> Multiple route S1 signs (6-8 routes) — refer to 
S_TPE_5-8 artwork and specifications 


> Multiple route S1 signs (9-10 routes) — refer to 
S_TPE_9-10 artwork and specifications 


> Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey or Dupont — PTV Dark 
Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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800 


MASTHEAD (296) 


WAYFINDING (604) 


152 


144 


72 «2.72 Y2 


72 


144 


Sign Type S_TPE_5-8 (6 or 8 route version) 


516 160 48 


Pyarra§ trams 


3 


) 
6) 
8 


Route To 


Flinders Street Station 


Route To 
St Kilda 
East Brighton 


East Malvern 16 
Malvern 64 
Glen Iris Carnegie 


Toorak 


@< | 


PTV symbol prints white 
Logo area: 165mm x 94mm 


Operator logo prints white 
Logo area: 247.5mm x 45mm 


3.6pt white keylines 
Stop Name 


290pt (738mm cap height), Helvetica Neue Roman 
White, Aligned right on PMS 369 Green panel 


Icons print white, 52 x 52mm 
Centred vertically within Black panel 


Route panels print to match PMS Cool Grey 11 
3.6pt white keylines 


Leave out this information for 7 route version 


Background panel prints White 


364pt (92mm cap height) 
Helvetica Neue Roman 

Black, Align right 

Numbers must be kerned/tracked 


Stop text 

Helvetica Neue Medium 
156pt 

Black 


Route number and name 
Helvetica Neue Roman 
130pt, White, Aligned left 
Centred vertically in panel 
Text must be kerned/tracked 


Part 3: Construction drawings and finishes - Section 2.2 Secondary Tram 


Quick reference 


S TPE_5-8 
Scale 1:10 


Secondary sign type 
TPE Tram platform entry sign, 
5-8 routes 


Sign dimensions 1400mm x 800mm 


Colour reference 

Mmmm Avery® 956 Grass Green / PMS 369 Green 
Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


(| 

Sg 

or 

Mas =Dupont- PTV Green / PMS 369 Green 
| 

=| 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that 
may be subject to vandalism. 


> All measurements are in millimetres 


> Additional wayfinding panels are always divided by 
white keyline 


> Multiple route S1 signs (1-2 routes) — refer to 
S_TPE_1-2 artwork and specifications 


> Multiple route S1 signs (38-4 routes) — refer to 
S_TPE_3-4 artwork and specifications 


> Multiple route S1 signs (9-10 routes) — refer to 
S_TPE_9-10 artwork and specifications 


> Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey or Dupont — PTV Dark 
Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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800 


MASTHEAD (272) 


WAYFINDING (528) 


140 


132 


66 66 66 66 66 


66 


132 


Sign Type S_TPE_9-10 (9 or 10 route version) 
1400 


44 146 532 


Toorak 


PTV symbol prints white 
Logo area: 151mm x 87mm 


Operator logo prints white 
Logo area: 247.5mm x 45mm 


3.6pt white keylines 
Stop Name 


290pt (78mm cap height), Helvetica Neue Roman 
White, Aligned right on PMS 369 Green panel 


Icons print white, 47.8 x 47.8mm 
Centred vertically within Black panel 


Route panels print to match PMS Cool Grey 11 


Spt white keylines 


Leave out this information for 9 route version 
Background panel prints White 


334pt (84mm cap height) 
Helvetica Neue Roman 

Black, Align right 

Numbers must be kerned/tracked 


Stop text 

Helvetica Neue Medium 
143pt 
Black 


Route number and name 
Helvetica Neue Roman 
120pt, White, Aligned left 
Centred vertically in panel 
Text must be kerned/tracked 


Part 3: Construction drawings and finishes - Section 2.2 Secondary Tram 


Quick reference 


S TPE_9-10 
Scale 1:10 


Secondary sign type 
TPE Tram platform entry sign, 
9-10 routes 


Sign dimensions 1400mm x 800mm 


Colour reference 

Mmmm Avery® 956 Grass Green / PMS 369 Green 
Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Ee 

Sg 

or 

Mas =Dupont- PTV Green / PMS 369 Green 
———s"| 

| 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that 
may be subject to vandalism. 


> All measurements are in millimetres 


> Additional wayfinding panels are always divided by 
white keyline 


> Multiple route S1 signs (1-2 routes) — refer to 
S_TPE_1-2 artwork and specifications 


> Multiple route S1 signs (38-4 routes) — refer to 
S_TPE_3-4 artwork and specifications 


> Multiple route S1 signs (6-8 routes) — refer to 
S_TPE_5-8 artwork and specifications 


> Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey or Dupont — PTV Dark 
Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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470 


WAYFINDING 


97 


193 


90 


45 


45 


WAYFINDING (45) 


WAYFINDING (135) 


1000 


Corner radius 20mm 


PTV symbol prints white 
Logo area: 103mm x 59mm 


Operator logo prints white 
Logo area: 154.5mm x 28mm 


2pt white keyline 


Panel prints to match 
PMS 369 Green 


Primary stop name 
Helvetica Neue Roman 283pt 
White, Aligned right 


Secondary stop name 
Helvetica Neue Roman 158pt 
White, Aligned right 


Stop number 
Helvetica Neue Roman 
250pt, Black, Aligned right 


Stop 

Helvetica Neue Roman 

100pt (cap height 20mm) 
Black, Aligned right 

Half panel height from number 


Stop text 
Helvetica Neue Medium 


__Stop 


Examples - alternate connectivity layouts 


45 


45 


45 


45 


National Gallery of Victoria90m “fs 


Lit 
30 


30 30 


100pt, Black 


Aust Catholic University ee 
Helvetica Neue Roman 

81pt, White 

Aligned left 

Single lines only 

Centred vertically within panel 


32.5 wp 32.5 
Te) 


52% 52. 30 


Queen Victoria Gardens 70m. A 
Sidney Myer Music Bowl 1km_ “fs 


st 
aoe 


Part 3: Construction drawings and finishes - Section 2.2Secondary Tram page 67 


Quick reference 


S TID_100 
Scale 1:5 


Secondary sign type 
TSI Tram stop ID sign 


Sign dimensions 1000mm x 380mm — 515mm 


Colour reference 

Mmmm Avery® 956 Grass Green / PMS 369 Green 
Mmmm Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 901 Black 

Avery® 900 White 


or 


Mm Dupont —- PTV Green / PMS 369 Green 
MG Dupont — PTV Orange / PMS 151 Orange 
Mmmm Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> This artwork specifically for Stop names 
> For larger stop names use S_TSI_115 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


> Additional wayfinding panels are always divided by 
white keyline 

> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


> Train connectivity wayfinding panels are manufactured 
in Avery® 935 Intense Blue or Dupont — PTV Blue 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont - PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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470 


MASTHEAD (380) 


WAYFINDING (90) 


WAYFINDING (45) 


WAYFINDING (135) 


1150 


i 
[e>) 
L307] 
Oo) 
Zz Stop 
Helvetica Neue Roman 
° 100pt (cap height 20mm) 
o Black, Aligned right 
_Half panel height from number 
IN 
4 Southbank 80m. r 
2 South Wharf_500m 
30 380 30 32 = 82 30 
Examples - alternate connectivity layouts 
lo 
st 
|__| =) ee 
30 32 = oe a0) 
ike) 
st 
lo 
vt 
lo 
vt 


ee 
82 3 32 630 


Corner radius 20mm 


PTV symbol prints white 
Logo area: 108mm x 59mm 


Operator logo prints white 


Logo area: 154.5mm x 28mm 


2pt white keyline 


Stop Name 

Helvetica Neue Roman 
283pt (cap height 71.3mm) 
White on PMS 369 panel 
Aligned right 


Panel prints to match 
PMS 3869 Green 


Secondary Name 
Helvetica Neue Roman 
158pt (cap height 40mm) 
White on PMS 369 panel 
Aligned right 


Stop Number 

Helvetica Neue Roman 
250pt (cap height 50mm) 
Black, Aligned right 


Standard wayfinding panels 
print black 


2.9pt white keylines 


Wayfinding Text 
Helvetica Neue Roman 
81pt (cap height 20.4mm) 
White, Aligned right 


Icons to be centred vertically 
within panel height 


Stop number panel appears 
white 


Part 3: Construction drawings and finishes - Section 2.2 Secondary Tram 


Quick reference 


S_TID_115 


page 62 


Scale 1:5 


Secondary sign type 
TID Tram stop ID sign 


Sign dimensions 


1150mm x 425mm — 515mm 


Colour reference 
mums Avery® 956 Grass Green / PMS 369 Green 


mums §=Avery® 910 Dark Orange / PMS 151 Orange 
mum Avery® 901 Black 
Avery® 900 White 
or 
Me Dupont - PTV Green / PMS 369 Green 
MQM Dupont - PTV Orange / PMS 151 Orange 
MMM Dupont — PTV Black 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 
Notes 
> For smaller stop names use S_TSI_100 
> Colours must be matched to Avery® or Dupont PTV 
paint specifications 
> Mask and spray with anti-graffiti clear coat must be used 


on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Train connectivity wayfinding panels are manufactured 
in Avery® 935 Intense Blue or Dupont — PTV Blue 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont - PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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620 


90 


140 


50 


44 


198 


20 30 


48 


450 


f yarra § trams | 


mr St Kilda 


430) La Trobe St 


8:26:51 AM 


02) Port Melbourne Now 


25mm radius to both sides of front face 


PTV symbol prints white 
Logo area: 97mm x 56mm 


Operator logo prints white 
Logo area: 97mm x 17mm 


PMS 369 Green panel 


Primary stop name 
Helvetica Neue Roman 157.5 pt 
White, Aligned right 


Secondary stop name 
Helvetica Neue Roman 90/11 Opt leading 
White, Aligned right 


2pt Black rule 
White / Reflective background 


Stop number 
Helvetica Neue Roman 
142pt, Black, Aligned right 


2pt Black rule 


Stop text 
Helvetica Neue Medium 
57pt, Black 


Align right- 1/2 panel height from stop number 


Tram route, destination, arrival text 
Helvetica Neue Roman 
57pt, Black, Align as indicated 


White / Reflective background 


Route names and numbers, arrival times 
and clock are all displayed on LCD screen 


Part 3: Construction drawings and finishes - Section 2.2 Secondary Tram page 63 


Quick reference 


S TRTILLCD 
Scale 1:4 


Secondary sign type 
TRTI Tram real time information, LCD 


Graphic artwork file name S_TRTI_LCD 
Sign dimensions 450mm x 620mm 
Colour reference 

Mmm = PMS 369 Green 

Mmmm PMS Cool Grey 11 


MM Black 
White 


Notes 


> Content is indicative only and must be changed 
to reflect specific site information 


Refer to schedule for specific site details 

Colours must be matched to Pantone® (PMS) swatches 
All measurements are in millimetres 

Kern/track type to avoid gaps 


vvvV Vv 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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MASTHEAD (400) 
400 


fo) 
oO 
fo) 
3S 
a — 
2) 
oO 
S 
oO 
= 
3S 
= — 
o 
oO 
2 
8 8 
ie) = 
= 
0) 
eM 
=) 
3S 
= 
— 
nN 


WAYFINDING (900) 
100 100 100 100 


100 


Margin for ‘To’ column when ___| 


35 
1000 rd 


Background panel prints 
to match PMS 151 Orange 


PTV symbol is white 
Aligned to margin 


5pt white keylines 


Station name 
Helvetica Neue Roman 
360pt 

White 

Aligned right 


Background panel prints black 


Column headings 

Helvetica Neue Roman 

158 point 

White 

Aligned left 

Centred vertically within panel 

(Second column ‘To’ moves left for one route 
or two routes to indicated margins) 


Bus wayfinding panels print 
to match PMS Cool Grey 11 


Route numbers 
Helvetica Neue Roman 

158 point, White, Aligned left 
Centred vertically within panel 
Numbers must be kerned/tracked 


‘St Kilda = Southland S76 > 


via Elsternwick > Brighton > Sandringham 


Dandenong - Brighton 


via Heatherton Road > Springvale 


Route name 

Helvetica Neue Roman 

106 point 

White 

Aligned left 

Two lines centred vertically within panel 
(Second column ‘To’ moves left for one route 
or two routes to indicated margins) 


Chadstone — Sandringham 


departs Park Road > Murrumbeena > Cheltenham 


eel Route information 
Helvetica Neue Roman 


Pakenham 65 point 


White 
departs Station Road > Berwick > Beaconsfield Aligned left 


: Two lines centred vertically within panel 
(Second column ‘To’ moves left for one route 


Berwick or two routes to indicated margins) 
departs Station Road > Hallam Gardens Estate 


Berwick Station 
departs Station Road 


Arrows print white 
to fit in square 72.5mm x 72.5mm 
Centred vertically within panel 


Spt white keylines 


H t 
826, 827, 828 decane Road > Southland S/C. 


Bus wayfinding panels print 
to match PMS Cool Grey 11 


one route number is shown 


Margin for ‘To’ column when 


two route numbers are shown 


Margin for ‘To’ column when —___| 


three route numbers are shown 


357 


Part 3: Construction drawings and finishes - Section 2.3 Secondary Bus page 64 


Quick reference 


S BW_100 
Scale 1:6.66' 


Secondary sign type 
BW Masthead and wayfinding 


Sign dimensions = 1000mm x 13800mm 


Colour reference 

Mumm Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


| 

| 

or 

MEE Dupont — PTV Orange / PMS 151 Orange 
| 

—— 


Notes 


> Sign type is designed to possibly back onto P_100 
primary train sign type 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey or Dupont — PTV Dark 
Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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ea eee See 


me Route ~ 
m 623 


Se 


1 1 
1 1 
1 1 
De eae eee | ler ie 
1 


Stila ay es as ee 


via. Mount Waverley >-Ghadstone-S/C >-Carnegie- - - - -- 


Glen Iris Station 


via Ashburton Station > Ashwood > Wesley College 


Bayswater Station 


Blackburn Station 


Dandenong 
via K-Mart > Burwood > Forest Hill Shopping Centre 


Springvale 


Croydon 
via Wanda St 


via Knox City Shopping Centre > Boronia 


Nunawading 
via Springvale Road 


Chelsea 
via Springvale Road > Edithvale 


Monash University 
via Syndal > Pinewood Shopping Centre 


Chadstone Shopping Centre 


via Monash University > Oakleigh Station 


via Wheelers Hill > Knoxfield > Boronia Station 


via Brandon Park > Waverley Gardens S/C > Mulgrave 


2H AS] 


586.5 194.5 219 586.5 


Single route example 


Signage margins where there is only 
one route number shown. 


Double & Triple route example 
Signage margins where the overall width of 
the sign is increased to 2280mm to allow 


space for additional route numbers 


805.5 805.5 


2280 


1140 1140 


Route 


000, 000 


Route To 
000,000, 000 Nunawading 


Bay 


° Fg 


Monash University 
via Syndal > Pinewood Shopping Centre 


via Springvale Road > Edithvale 


Bay 


I Chel 
000 Chasen Renee ==> | 000,000 mess o> 
| | 


357 


588.5 194.5 357 


588.5 


194.5 


Background panel to 
match PMS 151 Orange 


PTV symbol is white 
Aligned to margin 


5pt white keylines 


Station name 
Helvetica Neue Roman 
360pt 

White 

Aligned right 


Background panel prints black 


Column headings 

Helvetica Neue Roman 

158 point 

White 

Aligned left 

Centred vertically within panel 
(Second column ‘To’ moves 

left for one route or right for 

three routes to indicated margins) 


Route numbers 

Helvetica Neue Roman 

158 point, White, Aligned left 
Centred vertically within panel 
Numbers must be kerned/tracked 


5pt white keylines 


Bus wayfinding panels print 
to match PMS Cool Grey 11 


Arrows print white 
to fit in square 72.5mm x 72.5mm 
Centred vertically within panel 


Bay Numbers 

Helvetica Neue Medium 
135point 

PMS Cool Grey 11 

Centred within a white 72.5mm 
diameter circle. Circle is centred 
vertically within 100mm panels. 


Route name 

Helvetica Neue Roman 

106 point 

White 

Aligned left 

Two lines centred vertically 

within panel 

(Second column ‘To’ moves 

left for one route or right for 

three routes to indicated margins) 


Route information 

Helvetica Neue Roman 

65 point 

White 

Aligned left 

Two lines centred vertically 

within panel 

(Second column ‘To’ moves 

left for one route or right for 

three routes to indicated margins) 
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Quick reference 


S BW_200/228 
Scale 1:10 


Secondary sign type 
BW Masthead and wayfinding 


2000 x 1200mm 
2280 x 1200mm 


Sign dimensions 


Colour reference 

Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


= 


Notes 
> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Vv 


> Use only one margin per sign for ‘To’ column — column 
width is determined by the largest number of routes 
shown on the sign, in this case, one — therefore, use 
margin for one route on both sides of the sign. If more 
than one route number is required for any destination, 
the ‘To’ column must be extended on both sides of the 
sign to match the specifications on the example below 

> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey —- PTV Dark Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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105 


2719 40 19 


Example of route number and destination 


1000 


Bus Stop 


Background panel 
to match PMS 151 Orange 


Bus Stop 

Helvetica Neue Roman 
160pt (cap height 40mm) 
White, Aligned right 


PTV symbol prints white 
Aligned to margins 
Spt white keyline 


Blue area represents overall dimensions 
of lightbox (1014mm x 119mm) 
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Quick reference 


S BLB 
Scale 1:5 


Secondary sign type 
BLB Bus lightbox small 


Sign dimensions 1000mm x 105mm 


Colour reference 

Mumm Avery® 5517 Translucent Sunset Orange / 
PMS 151 Orange 

White 


Notes 
> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


> Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 


8pt white keylines 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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17.3 


MASTHEAD 
(128) 
98 


20.5 25 


635 


TIMETABLES 
(459.5) 
420 


19 


(62.5) 
52.5 


FOOTER 
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Quick reference 


679 S_STIL2 


Scale 1:6 
S09 297 10 297 ey ol 
I] | 
! Background panel . 
to match PMS 151 Orange Secondary sign type 
STI Shelter timetable insert 
482.5 pt (cap heght 33.4mm) 2 x A3 timetables 


White, Aligned right 


PT> PTV symbol is white 
Aligned to margins 
Sign dimensions _—_ Outside panel: 679mm x 635mm 


a bl Colour reference 


Mmmm =Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Grey / PMS Cool Grey 2 

Mmmm Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


| ___ Background panel for AS inserts 
to appear White Notes 


A8 Timetable Insert A8 Timetable Insert > Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


> For three and four timetables, use S_STI_3 or S_STI_4 
artwork and specifications 


> Refer below for detailed size and positioning of PTV 
symbol within panel 


| Panel to match PMS Cool Grey 2 


_Customer Sata 800 007 


30 Helvetica Neue Bold & Light Expanded view | : . . : 
32 pt (cap height 8mm) 


Black, Centred on panel width 
2pt white keylines 


3.2 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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671.5 


| 
| 
| 


Next Bus Route Destination 


Next Train Destination 


Light sensor 


219.5 


Exp 


Plat 


Mins 


87 


Sign can be modified for specific bus, train and tram connections 


1096 


87 
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Quick reference 


S SBRTIA 
Scale 1:6 


Secondary sign type 
SB SmartBus real time panel A 


Sign dimensions  671.5mm x 1270mm 


Colour reference 

mum =Avery® 910 Dark Orange / PMS 151 Orange 
Mu «Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mumm = Avery® 901 Black 

Avery® 900 White 


or 


Mam )=Dupont — PTV Orange / PMS 151 Orange 
mm =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mm «Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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671.5 


Light sensor 


Next Bus Route Destination 


Next Train Route Destination 


| 
| 
| 


219.5 


87 1096 


Sign can be modified for specific bus, train and tram connections 


87 
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Quick reference 


S SBRTI_B 
Scale 1:6 


Secondary sign type 
SB SmartBus real time panel B 


Sign dimensions  671.5mm x 1270mm 


Colour reference 

mum =Avery® 910 Dark Orange / PMS 151 Orange 
Mu «Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mumm = Avery® 901 Black 

Avery® 900 White 


or 


Mam )=Dupont — PTV Orange / PMS 151 Orange 
mm =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mm «Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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454.5 


| 
| 


Destination 


Next Bus Route 


1270 


Light sensor 


219.5 


87 


Sign can be modified for specific bus, train and tram connections 


1096 


87 
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Quick reference 


S SBRTID 
Scale 1:6 


Secondary sign type 
SB SmartBus real time panel D 


Sign dimensions 454.5mm x 1270mm 


Colour reference 

mum Avery® 910 Dark Orange / PMS 151 Orange 
Mum «Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mumm «Avery® 901 Black 

Avery® 900 White 


or 


Mam )=Dupont — PTV Orange / PMS 151 Orange 
mm =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Em «Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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867 


Next Train Destination 


Light sensor 


219.5 


Exp 


Plat 


Mins 


Sign can be modified for specific bus, train and tram connections 


1096 
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Quick reference 


S SBRTI_E 
Scale 1:6 


Secondary sign type 
SB SmartBus real time panel E 


Sign dimensions 867mm x 1270mm 


Colour reference 

mum =Avery® 910 Dark Orange / PMS 151 Orange 
Mum «Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mumm «Avery® 901 Black 


Avery® 900 White 


or 


Mam )=Dupont — PTV Orange / PMS 151 Orange 
lm =Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mm «Dupont — PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


> 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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960 


MASTHEAD (660) 


WAYFINDING (300) 


270 


390 


100 


100 


100 


Platforms 1 


Information 


Buses 


1000 


,2and3 


72.5 14.5 72.5 14.5 725 14.5 72.5 


35 


PTV symbol is white 


Operator logo is white 


7pt/2.5mm white keyline 


Background panel 
to match PMS 2592 Purple 


Station name 
Helvetica Neue Roman 
360pt/360pt leading 
(cap height 96mm) 
White 

Aligned right 


5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 

Centred in square 

Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


Bus connectivity panel 
to match PMS 151 Orange 
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Quick reference 
R_S1_100 
Scale 1:6.66' 


Secondary sign type_Regional Train 
$1 Masthead and wayfinding 
1000mm x 760mm 


1000mm x 860mm 
1000mm x 960mm 


Common dimensions 


Colour reference 

Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to a maximum 
of 3 lines 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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MASTHEAD (400) 


WAYFINDING (800) 


360 y 


eee ae Jan Juc 
BN ee os ee Se pees via Grovedale > Wombah Park > Jorquay_________- 


ee ee eo UCCM SU Iie et 


RE ee en a via Leopold > /Piltonsdalesc<mn Ae Anan, oe 


Ocean Grove 


via Leopold > Barwon Heads > Collendina 


‘=! 

(=) 

wt 

©: 

o 
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oO 

oO 

=) oO 
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[e) 
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= al 
t 
“ 
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- 

(=) 

(=) 

= ie) 
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St. Leonards 


via Leopold > Drysdale > Clifton Springs > Portarlington 


eae Breakwater / St Albans Park ______ 


257 


eee Geelong Station 


2000 a 


Background panel to 
match PMS 151 Orange 


PTV symbol is white 
Aligned to margin 


5pt white keylines 


Station name 
Helvetica Neue Roman 
360pt 

White 

Aligned right 


Background panel is black 


Column headings 


Warrnambool Helvetica Neue Roman 
(Sunday) 158 point 
White 

Aligned left 


Route numbers 

Helvetica Neue Roman 

158 point, White, Aligned left 
Numbers must be kerned/tracked 


Melbourne Airport 


Town Buses / City Centre 


Arrows are white 
to fit in square 72.5mm x 72.5mm 
Centred vertically within panel 


Bus wayfinding panels 
to match PMS Cool Grey 11 


5pt white keylines 


Route via information 
Helvetica Neue Roman 
65 point 

White 

Aligned left 


3535 Pee 
Route name 


Helvetica Neue Roman 
106 point 

White 

Aligned left 
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Quick reference 


S RBW_200 
Scale 1:10 


Secondary sign type_Regional 
RBW Masthead and wayfinding 


Sign dimensions 2000mm x 1200mm 


Colour reference 
Mmmm =Avery® 910 Dark Orange / PMS 151 Orange 


Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Avery® 901 Black 


Avery® 900 White 


= 


Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


> Use only one margin per sign for ‘To’ column — column 


width is determined by the largest number of routes 
shown on the sign, in this case, two — therefore, use 
margin for two routes on both sides of the sign 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 983 Gunmetal Grey or Dupont — PTV Dark 
Grey 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Quick reference 


S RBW_100B 
Scale 1:6.66' 


Secondary sign type_Regional 
RBW Masthead and wayfinding 


Sign dimensions = 1000mm x 1800mm 


Colour reference 

Avery® 910 Dark Orange / PMS 151 Orange 
Mmmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black 


Avery® 900 White 

Queenscliff oF 

via Leopold > Pt Lonsdale 

Dupont — PTV Orange / PMS 151 Orange 

r a er MH Dupont —- PTV Dark Grey / PMS Cool Grey 11 
ike eae SNL CIN, Heads >_Collendina 2 pln Ty Black 

Pishire : <x Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 
Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 

> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 

> Additional wayfinding panels are always divided by 
white keyline 


> Standard bus wayfinding panels are always 
manufactured in Avery® 983 Gunmetal Grey / PTV 
Dark Grey 


1 2, 1 3. 1 4 Town Buses / City Centre | | : Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


ha f References to colour type, tone or shading is to be read as “equivalent to colour 

| type, tone or shading” and is not intended to prescribe a process or method 
60, 62 ] 63 B reakwater / St Al bans Park d 4 L of generating the colour. 

a> : This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Single & double route 
example 

Signage margins where there 
are zero, one or two route 


Quick reference 


S_RBW_200/228B 


numbers shown. 2000 Scale 1:10 
35 3535 35 
[] [| 
i. Background panel to j j 
ie os = 3] match PMS 151 Orange Secondary sign type_Regional 
_ PTV symbol and RBW Masthead and wayfinding 
= operator logo print white 
Boe Aligned to margins 
3 } 35 y 5 Po asses 5pt white keylines Common dimensions 2000 x 1200mm 
i v | 2280 x 1200mm 
op) 
ze ——s — ceeren aie : Colour reference 
ee @) Nn tat / @) Nn 360pt pice Malm Avery® 910 Dark Orange / PMS 151 Orange 
el ce a aac cache =e a a Nf ea ce NE ae ee ee | White Mmm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
a ' ) ) Alignedivight MEME Avery® 901 Black 
S Background panel is black Avery® 900 Whit 
S Route.__To Ba Route To Ba very ite 
3S! ii ie ee ea See ET Pa A OEE 16 TENOR e Pee a y es ee |G Sees Aes, a SPE eee ae ee eel y eee 103 Column headings 
Helvetica Neue Roman or 
sae | (Can Je Warrnambool 158 point 
i Sime. ________Wia Grovedale > Wombah Park > Torquay _ ___ - (Sunday) Whi e 
S poe ——= Aligned left Gam =Dupont - PTV Orange / PMS 151 Orange 
N i 5 = 
~ 8 en | aces | ool da eee Melbourne Airport Ml Dupont — PTV Dark Grey / PMS Cool Grey 11 
Ss e ofl aati MM Dupont — PTV Black 
8 ican ; ee eee eee eae Dupont — PTV White 
© So — ueenscliff...... . 158 point, White, Aligned left . fos 
68 ii ieee se ania dere ihie 12—51 Town Buses / City Centre Numbers must be kerned/tracked Dupont - PTV anti-graffiti clear coat 
8 heal O G 1 Bus wayfinding panels 
= fe) cean Grove oO match PMS Cool Grey 11 
> = via Leopold > Barwon Heads > Collendina 60 aa 68 Breakwater / St Albans Park : F naire 
= less 5pt white keylines > Colours must be matched to Avery® or Dupont PTV 
See = stSstst*té‘ésts Qerscliff. ; ‘Grovedale_y_ Arrows arewhite paint ep ecminavons . . 
I == 2 css eS ee : Be Sai 36 pe aeide pain lel aaa > Mask and spray with anti-graffiti clear coat must be 
a Sl Rea used on all signage lower than three metres or that may 
Q St. Leonards be subject to vandalism. 
= via Leopold > Drysdale > Clifton Springs \ Bay Nu mbers : . ; 
ie vice tae Medium > Use only one margin per sign for ‘To’ column — 
° B oe / St Alb Park BMS Cool prey columnwidth is determined by the largest number of 
S eae sreakwater / St Albans Park__ Cenwed waht hite 72.5m routes shown on the sign, in this case, two — therefore, 
© praia sae bebngh messes use margin for two routes on both sides of the sign. If 
| | vertically within 100mm panels. more than two route numbers are required for any 
| | destination, the ‘T’ column must be extended on both 
= \—_____ Route name sides of the sign to match the specifications on the 
257 548.5 194.5 257 548.5 194.5 a eeiaeg ae eran Svan Boe loft p 
106 point 
305.5 805.5 White > All measurements are in millimetres 
i eli > Number of panels in wayfinding section may change 
Route via information to accommodate individual location information and 
Sgilhg Neue Roman additional connectivity requirements 
White > Additional wayfinding panels are always divided by 
Aligned left white keyline 
> Standard wayfinding panels are always manufactured 
: in Avery® 983 Gunmetal Grey / PTV Dark Grey 
Triple route example 
Signage margins where the overall width of 
the sign is increased to 2280mm to allow 2280 
space for additional route numbers 4140 1140 


Rou 


te To 


Bay 


Route To 


Bay 


00,00, OO Breakwater / St Albans Park @ > 00,00, 00 Goce leas © 


00. 00 St. Leonards 00.00 Ocean Grove 
b] via Leopold > Drysdale > Clifton Springs b] via Leopold > Barwon Heads > Collendina 
| | 


300 


645.5 


194.5 


300 645.5 


194.5 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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375 


100 100 «3675 


100 


2500 
300 87.5 37.5 1675 


37.5 375 


Change at Seymour for Shepparton service 


Melbourne. 70_ 


L_____ Helvetica Neue Light Helvetica Neue Roman 
1200pt (800mm cap ht) 158pt (40mm cap height) 
Black White 
Centre within 300mm square panel Align left 
White panel 


Please note grey keyline is 
indicative only, does not print 


Arrows/Icons to be 72.5mm square with 
14.5mm spacing between 


|_ PTV symbol prints white on 
PMS 2592 Purple panel 


5pt white keylines 


Wayfinding panels to be Black 


pio 


300 


oh 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 76 


Quick reference 
R_ W2 250 
Scale 1:10 


Wayfinding sign type_Regional Train 
W2 Wayfinding 


Sign dimensions 2500mm x 375mm 


Colour reference 

Mumm Avery® 984 Dark Purple / PMS 2592 Purple 
Mmmm Avery® 901 Black 

Avery® 900 White 


or 


MM Dupont — PTV Purple / PMS 2592 Purple 
Mmmm Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 
> Wayfinding panels are always divided by a white keyline 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 


47 


Vertical clear space = S 


5pt white keylines 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


475 


100 100 100' 75 


100 


37.5 1673 


2500 


630 60 


Melbourne 


Ballarat / Ararat 


Maryborough 


Helvetica Neue Roman Helvetica Neue Roman 
158pt (40mm cap height) 9Opt (22.7mm cap height) 
White White 

Align left Align left 


5pt white keylines 


Wayfinding panels to be Black 


L Please note grey keyline is 
indicative only, does not print 


Helvetica Neue Light 

1290pt (820mm cap ht) 

Black 

Centre within 630 x 320mm panel 


White panel 


2mm express joint to match 


PMS Cool Grey 11 


Arrows/Icons to be 72.5mm square with 


14.5mm spacing between 


PTV symbol is white 


on PMS 2592 Purple panel 


bigigts: 


320 


tt5 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 77 


Quick reference 


R_W2b_ 250 
Scale 1:10 


Wayfinding sign type_Regional Train 
W2b Platform Number / Wayfinding 


Sign dimensions 2500mm x 475mm 


Colour reference 

Mmm Avery® 984 Dark Purple / PMS 2592 Purple 
Mmmm Avery® 901 Black 

Avery® 900 White 


or 


Ml =Dupont—- PTV Purple / PMS 2592 Purple 
MMM Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 
> Wayfinding panels are always divided by a white keyline 


> Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 


47 


Vertical clear space = S 


5pt white keylines 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


360 
WAYFINDING MASTHEAD 


(60) 


(300) 


100 100 60 


100 


30 30 
ld 1400 im 


PTV symbol is white on 
PMS 2592 Purple panel 


-Platform_1/Melbourne __7°y 


Standard wayfinding panels print black 
—— 5pt white keylines 


Icons/arrows are white 
72.5mm x 72.5mm 
Centred vertically within panels 


Platform 2 / Ballarat / Maryborough 


Information Wayfinding text 
Helvetica Neue Roman 
158pt (cap height 40mm) 
White 

Te) Te) Aligned left 
“oe = hat = i Single lines only 
Centred vertically within panel 


General principles of use: 
- This signtype should only be used where vertical space prohibits the use of signtype S2_140 
- Wayfinding panels may be added or removed as required from the example above 


- The information on this sign type may only be divided into two columns if the text forms lines short enough to fit 
comfortably within the available space 


- If the sign is divided into two columns, and only one connectivity mode is to be displayed, it should span both columns 
- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Two column version 
700 700 


Lydiard Street Exit 
Information 


Coaches 


Tw lumn - singl nnectivity m version ; 
‘0 colu single connectivity mode versio. Expanded view 


Vertical clear space = S 


Lydiard Street Exit 


5pt white keylines 


Coaches 


37 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 78 


Quick reference 
R_W3_140 
Scale 1:10 


Wayfinding sign type_Regional Train 
W3 Masthead and Wayfinding 


Sign dimensions 1400mm x 160mm (Min) 


Colour reference 

Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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260 
WAYFINDING MASTHEAD 


850 


1700 


850 


(60 


(200) 


100 60 


100 


Platform _1/ Ballarat _ 7°. 
Tickets 


Ke} 
72.5 ‘272.5 30 30 


General principles of use: 


ae 


Platform 2 / Melbourne 


Information 


wW 
125 2725 


— 


- This signtype should only be used where vertical space prohibits the use of signtype S2_170 


- Wayfinding panels may be added or removed as required from the example above 


- The information on this sign type may be displayed in two columns (as above) or in one column to accommodate very long lines of text 


- If the sign is divided into two columns, and only one connectivity mode is to be displayed, it should span both columns 


- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last destination, 
but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Two column - single connectivity mode version 


Platform 1 / Ballarat 
Tickets 


Buses 60m 


Single column version to accommodate very long names 


Platform 1 and Platforms 2 & 3 via lift 


Coaches 60m 


PTV symbol prints white on 
PMS 2592 Purple panel 


Standard wayfinding panels print black 


5pt white keylines 


Icons/arrows print white 
72.5mm x 72.5mm 
Centred vertically within panels 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 79 


Quick reference 
R_W3_170 
Scale 1:10 


Wayfinding sign type_Regional Train 
W3 Masthead and Wayfinding 


Sign dimensions 1700mm x 160mm (Min) 


Colour reference 

Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont —- PTV Black 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont — 
PTV Purple 


Expanded view 
PTV symbol 


Vertical clear space = S 38.2 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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360 
WAYFINDING MASTHEAD 


(60) 


(300) 


60 


[ 2000 [| 
PTV symbol is white 


on PMS 2592 Purple panel 


100 100 


100 


5pt/1.75mm white keylines 


Icons/arrows are white 
72.5mm x 72.56mm 

Centred in square 

Centred vertically within panels 


Disabled access icon reverses to 
white on blue to match PMS 285 
Centred vertically within panel 
Icon faces direction of facility 


Standard wayfinding panels are black 


Tickets 


Information Toilets 


Wayfinding text 

Helvetica Neue Roman 

158pt (cap height 40mm) 
White 

Aligned left 

Single lines only 

Centred vertically within panel 


72.5 272.5 272.5 30 30 


726 2728 2726 


General principles of use: 


- This signtype should only be used where vertical space prohibits the use of signtype S2_196 

- Wayfinding panels may be added or removed as required from the example above 

- The information on this sign type must be displayed in two columns (as above). Two modes must be displayed in two columns 
- If only one connectivity mode is to be displayed, it should span both columns 

- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Two column, single connectivity panel version 


980 980 


Taxis 


AX | Lydiard Street Exit 


Buses 80m 


Expanded view 


37 


Vertical clear space = S 


Spt white keylines 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 80 


Quick reference 
R_ Ws: _ 200 
Scale 1:10 


Wayfinding sign type_Regional Train 
W3 Masthead and Wayfinding 


Sign dimensions 1960mm x 160mm (Min) 


Colour reference 

MMM Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 910 Dark Orange / PMS 151 Orange 
Avery® 901 Black 

Avery® 900 White 


Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV Orange / PMS 151 Orange 
Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


> Additional wayfinding panels are always divided by 
white keyline 


> Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont — 
PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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300 


300 


For station names of approximately 7 characters or less. 


70 1100 35 


2mm vertical rule from 
PMS Cool Grey 11 


Corner radius 14mm 


Number is black, centred 

within 240mm x 240mm square 
Helvetica Neue Light 

970pt (240mm cap height) 


242 


White panel 


56 2 


PTV symbol is white on PMS 2592 Purple panel 


798 300 


Station name 

Helvetica Neue Roman 

555pt (cap height 140mm) 

White on PMS 2592 Purple panel 
Aligned right 


Panel to match PMS 2592 Purple 


5.75pt/2mm white keyline 


BACK (If double sided) 


70 1100 35 


|_____ Graphics on reverse side of sign to be identical 
to those on front e.g. Platform number should 
always be on the right 


242 


56 


798 300 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 81 


Quick reference 
R_S3_110 
Scale 1:6.66 


Secondary sign type_Regional Train 
S3 Station ID / platform number 


Sign dimensions 1100mm x 300mm 


Colour reference 

MEE Dupont — PTV Purple / PMS 2592 Purple 
ME Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 63 35 


5.75pt/2mm 
white keylines 


36 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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300 


300 


242 


56 


242 


56 


For station names of between approximately 7 and 10 characters. 


FRONT 


1420 35 


1118 


BACK (If double sided) 


300 


1420 35 


1118 


300 


2mm vertical rule from 
PMS Cool Grey 11 


Corner radius 14mm 


| Number is black 


to fit in 240mm x 240mm square 
Helvetica Neue Light 

970pt (cap height 240mm) 
Centred in panel 


Panel prints to match 
PMS Cool Grey 2 


PTV symbol is white on 
PMS 2592 Purple panel 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 

White on PMS 2592 Purple panel 
Aligned right 


Panel to match 
PMS 2592 Purple 


5.75pt/2mm white keyline 


Graphics on reverse side of sign 

to be identical to those on front 

e.g. Platform number should always 
be on the right 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 82 


Quick reference 
R_S3_142 
Scale 1:6.66 


Secondary sign type_Regional Train 
S3 Station ID / platform number 


Sign dimensions 1420mm x 300mm 


Colour reference 

Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV Black 

Dupont — PTV Grey / PMS Cool Grey 11 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 63 35 


5.75pt/2mm 
white keylines 


36 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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370 


278 


90 


1200 


50 


Corner radius 14mm 


Panel to match 
PMS 2592 Purple 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 

White on PMS 2592 Purple panel 
Aligned right 


5.75pt/2mm white keyline 


PTV symbol is white on 
PMS 2592 Purple panel 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 83 


Quick reference 
R_S4 120 
Scale 1:6.66' 


Secondary sign type_Regional Train 
S4 Station ID 


Sign dimensions 1200mm x 370mm 


Colour reference 

MEE Dupont — PTV Purple / PMS 2592 Purple 
MEME Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 100 35 


5.75pt/2mm 
white keyline 


of 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


370 


278 


90 


1500 


50 


Corner radius 14mm 


Panel to match 
PMS 2592 Purple 


Station name 

Helvetica Neue Roman 

557pt (cap height 140mm) 

White on PMS 2592 Purple panel 
Aligned right 


|___- 5.75pt/2mm white keylines 


PTV symbol is white on 
PMS 2595 Purple panel 


Part 3: Construction drawings and finishes - Section 2.4 Secondary Regional page 84 


Quick reference 
R_S4 150 
Scale 1:6.66' 


Secondary sign type_Regional Train 
S4 Station ID for long station names 


Sign dimensions 1500mm x 370mm 


Colour reference 

EEE Dupont — PTV Purple / PMS 2592 Purple 
MEM Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> This artwork is specifically for long station names 


> Colours must be matched to Dupont PTV paint 
specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Refer below for detailed size and positioning of PTV 
symbol within panel 


Expanded view 


5.75pt/2mm 
white keyline 


57 


Vertical clear space = S 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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600 


MASTHEAD (480) 


WAYYFINDING (120) 


480 


120 


100 


r | 3420 r | 


PT 


Southern Cross Station 


100 


General principles of use: 


- This signtype should only be used where a station is multi modal and masthead is under 200mm in height 


PTV symbol and operator logo are 
are white and PMS 485 Red 
Aligned to margins 


Background panel to match PMS Cool Grey 11 
2mm white keylines 


Station name 
Helvetica Neue Roman 
750pt 

White 

Aligned right 


Standard wayfinding panels are black 


Part 3: Construction drawings and finishes - Section 2.5 Secondary Multi Modal 


page 85 


Quick reference 


S1_342 
Scale 1:20 


Secondary sign type 
$1 Masthead and wayfinding 


Sign dimensions 3420mm x 600mm 


Colour reference 

Mmmm Avery® 925 Signal Red / PMS 485 Red 
Mumm Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
Mmmm Avery® 901 Black 


Avery® 900 White 


or 


Gm =Dupont - PTV Red / PMS 485 Red 
Ms =Dupont - PTV Dark Grey / PMS Cool Grey 11 
Mm =Dupont —- PTV Black 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


> 


Notes 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements to maximum of 
three 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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450 


WAYFINDING 


MASTHEAD 
(60) 


(300) 


100 


175 


175 


Regional and Interstate Coaches 


General principles of use: 


2400 


T 


eee eee le 
Airport Express Buses GroundLeve AWE E SU 


GOO su 


55 


PTV symbol is white and PMS 485 Red 
on PMS Cool Grey 11 panel 


_—— 2.5mm white keylines 
_— Standard wayfinding panels are black 


- This signtype should only be used where a station is multi modal and masthead is under 200mm in height 


- Wayfinding panels may be added or removed as required from the example above 


- Connectivity panels are always at the base of the sign 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Single column, Two column connectivity panel version 


980 


980 


Expanded view 


Vertical clear space = S 


5pt white keylines 


pir 


Icons/arrows are white 
125mm x 125mm 

Centred in square 

Centred vertically within panels 


Disabled access icon reverses to 
white on blue to match PMS 285 
Centred vertically within panel 
Icon faces direction of facility 


Wayfinding text 

Helvetica Neue Roman 
270pt 

White 

Aligned left 

Single lines only 

Centred vertically within panel 


67 


Part 3: Construction drawings and finishes - Section 2.5 Secondary Multi Modal 


Quick reference 


W3_240 
Scale 1:12 


Wayfinding sign type 
W3 Masthead and wayfinding 


page 86 


Sign dimensions 2400mm x 450mm 


Colour reference 


Avery® 935 Intense Blue / PMS 285 Blue 
Avery® 956 Grass Green / PMS 369 Green 
Avery® 984 Dark Purple / PMS 2592 Purple 


Avery® 925 Signal Red / PMS 485 Red 
Avery® 901 Black 


ES) 
Sa 
= 
ME Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
== 
| 


Avery® 900 White 


Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV Green / PMS 369 Green 


Dupont — PTV Dark Grey / PMS Cool Grey 11 
Dupont — PTV Red / PMS 485 Red 
Dupont — PTV Black 


ES 
| 
Mmmm §=Dupont - PTV Purple / PMS 2592 Purple 
a 
| er 
=| 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


> 


> 


Vv 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


> All measurements are in millimetres 


Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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1240 


WAYFINDING 


MASTHEAD 
(160) 


(1080) 


160 


270 


270 


270 


270 


95 


2645 


PT 
Metropolitan Trains @ & > 


Coach Terminal 


Airport Express Buses 


Trains 


General principles of use: 


- This signtype should only be used where a station is multi modal and masthead is under 200mm in height 


- Wayfinding panels may be added or removed as required from the example above 


- Connectivity panels are always at the base of the sign 


e< 


Oc 


O77 


95 


- If sign is double sided, and more panels are required on one side than the other, include a blank black panel after the last 
destination, but before connectivity panels on the side with less information to ensure that both sides are the same depth 


Regional Trains Platforms 1 - 8 


av 


Regional Trains Platforms 15 - 16 a 
Coaches / Airport Express Buses YK) > 


PTV symbol is white and PMS 485 Red 
on PMS Cool Grey 11 panel 


4mm white keylines 


Icons/arrows are white 
195mm x 195mm 

Centred in square 

Centred vertically within panels 


Standard wayfinding panels are black 


Wayfinding text 

Helvetica Neue Roman 

A30pt 

White 

Aligned left 

Single lines only 

Centred vertically within panel 


Expanded view 


117 55 


67 


Vertical clear space = S 


5pt white keylines 


Part 3: Construction drawings and finishes - Section 2.5 Secondary MultiModal page 87 


Quick reference 


W3_ 264 
Scale 1:12 


Wayfinding sign type 
W3 Masthead and wayfinding, 
Multi modal 


Sign dimensions 2400mm x 450mm 


Colour reference 

Ml Avery® 935 Intense Blue / PMS 285 Blue 
Mmmm Avery® 956 Grass Green / PMS 369 Green 
Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
MM Avery® 983 Gunmetal Grey / PMS Cool Grey 11 
MMM Avery® 925 Signal Red / PMS 485 Red 
Mmmm Avery® 901 Black 


Avery® 900 White 
or 
Ms Dupont - PTV Blue / PMS 285 Blue 
Mmm Dupont - PTV Green / PMS 369 Green 
ME Dupont — PTV Purple / PMS 2592 Purple 
Ms Dupont — PTV Dark Grey / PMS Cool Grey 11 
Mmmm =Dupont — PTV Red / PMS 485 Red 
Mmm Dupont — PTV Black 

Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 
Notes 
> Colours must be matched to Avery® or Dupont PTV 


paint specifications 


Mask and spray with anti-graffiti clear coat must be 
used on all signage lower than three metres or that may 
be subject to vandalism. 


All measurements are in millimetres 


> Number of panels in wayfinding section may change 
to accommodate individual location information and 
additional connectivity requirements 


Additional wayfinding panels are always divided by 
white keyline 


Standard wayfinding panels are always manufactured 
in Avery® 901 Black or Dupont — PTV Black 


Tram connectivity wayfinding panels are manufactured 
in Avery® 956 Grass Green or Dupont — PTV Green 


> Bus connectivity wayfinding panels are manufactured 
in Avery® 910 Dark Orange or Dupont — PTV Orange 


> Regional train and coach connectivity wayfinding panels 
are manufactured in Avery® 984 Dark Purple or Dupont 
— PTV Purple 


Vv 


Vv 


Vv 


Vv 


Vv 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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900 


292 


40 


343 


90 


135 


650 Z 


PT> 


By Press green button_on the right __- 
for next train & timetable information 


ncy Assistance _ 


ln_an_emergency, press red button _- 
on the left to speak to operator 


Icon prints black 
250mm x 250mm 
Centred in panel 


—__| ___ Panel prints 


to match PMS 
Cool Grey 2 


— 3.5pt white keylines 


PTV symbol 
prints white 


Helvetica Neue Roman 
105pt on 105pt 
Reversed white 
Aligned centre 


Approximate 
location of 
speaker box 


Background 
panel prints 
to match 

PMS 285 Blue 


3.5pt white keylines 


Helvetica Neue Bold 
145pt 

Reversed white 
Aligned centre 


Helvetica Neue Roman 
105pt on 105pt 
Reversed white 
Aligned centre 


900 
315 


292 


40 


118 


135 


650 Z 


PT> 


By Press green button_on the right ___ 
for next train & timetable information 


T 
Ww 


'8y _Emergency Assistance 
and Assisted Access 


nS) | 
ie} 


Icon prints black 
250mm x 250mm 
Centred in panel 


Panel prints 
to match PMS 
Cool Grey 2 


—— 3.5pt white keylines 


PTV symbol 
prints white 


Helvetica Neue Roman 
105pt on 105pt 
Reversed white 
Aligned centre 


Approximate 
location of 
speaker box 


Background 
panel prints 
to match 

PMS 285 Blue 


3.5pt white keylines 


Helvetica Neue Bold 
125pt on 130pt 
Reversed white 
Aligned centre 


Helvetica Neue Roman 
105pt on 105pt 
Reversed white 
Aligned centre 


Quick reference 


Part 3: Construction drawings and finishes — Section 3 Operational 


O1_ CHP 
Scale 1:6.66' 


Operational sign type 
CH Customer Help Point 


Sign dimensions 650mm x 900mm 


Colour reference 


Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Mmm Dupont — PTV Blue / PMS 285 Blue 


Notes 


> 
> 


Content shown here is correct and does not change 
Colours must be matched to Avery® or Dupont PTV 


paint specifications 


Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


page 88 


Mask and spray with anti-graffiti clear coat must be used 


on all signage lower than three metres or that may be 


subject to vandalism. 


All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 


of generating the colour. 


This information is current as at June 2013. Refer to accompanying 


construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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175 


25 


146 


1930 


Mins to 


Next Train Destination Platform Depart 
60! 172 | 86 | 190 1079 140 '58! 125 
232 | 
318 | 
508 
1587 
1727 
1785 
1909 


20 


4mm white keyline 


Panel to match 
PMS 285 Blue 


Panel text 

Helvetica Neue Roman 

108pt (cap height 27.2mm) 
White on PMS 285 Blue panel 
Aligned right 


Part 3: Construction drawings and finishes - Section 3 Operational page 89 


Quick reference 


O1 CPID_ 193 
Scale 1:6.66' 


Operational sign type 
O1 Concourse PID Header 


Sign dimensions 1930mm x 175mm 
Colour reference 

ME Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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175 


25 


146 


12.5 


Next Train 


235 


Destination 


266 


473 


1014 


PT> 


855 


990 


248.5 TYP 


PTV symbol is white on 
PMS 285 Blue panel 
Logo area: 28mm x 16mm 


a 4mm white keyline 


Panel to match 
PMS 285 Blue 


Panel text 

Helvetica Neue Roman 

108pt (cap height 27.2mm) 
White on PMS 285 Blue panel 
Aligned right 


128 


+ + pre+ 


Next Train 


Destination 


MINS to 
Depart 


6-OFF 

3mm FLAT HEAD SCREWS 
EXPOSED SCREW HEADS TO BE 
TOUCHED UP TO 

MATCH SURROUNDINGS 


Part 3: Construction drawings and finishes - Section 3 Operational page 90 


Quick reference 


O1 PID_101 
Scale 1:6.66' 


Operational sign type 
PID Platform PID Header 


Sign dimensions 1014mm x 175mm 
Colour reference 

Mls Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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01_85 850 


Customer Service @) 180 


PT> 


01_140 


1400 
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Part 3: Construction drawings and finishes - Section 3 Operational page 91 


Quick reference 

O1_85, O1_140, O1_ 215, 
O1_300, O1_450 

Scale N/A 


Operational sign type 
O1 Customer Service 


Sign dimensions 850mm x 180mm 
1400mm x 360mm 
2150mm x 405mm 
3000mm x 405mm 
4500mm x 405mm 


Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
Dupont — PTV Black 

Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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01_85 850 


Customer Service @) 180 


pT> 


01_140 


1400 


Customer Service 300 


01_210 2450 


Customer Service ws 


01_300 3000 


Customer Service ws 


01_450 


4500 


7) Customer Service Customer Service as 


Part 3: Construction drawings and finishes - Section 3 Operational page 92 


Quick reference 

R_O1_85, R_O1_140, R_O1_ 215, 
R_O1_300, R_O1_450 

Scale N/A 


Operational sign type 
O1 Customer Service 


Sign dimensions 850mm x 180mm 
1400mm x 360mm 
2150mm x 405mm 
3000mm x 405mm 
4500mm x 405mm 


Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
Dupont — PTV Black 

Dupont — PTV Purple / PMS 2592 Purple 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Icon is black 
112.5mm x 112.5mm 
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Background to 
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N 
ey 
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I Centred 
1 Background to 
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Ambulant Toilet — Male 
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Corner radius 5mm 


Disabled access icon 
is white on blue 
background to match 
PMS 285 Blue 
112.5mm x 112.5mm 
Centred in top section 


3.75pt white keyline 


Icon is black 
112.5mm x 112.5mm 
Centred in base section 


Background to 
match PMS Cool Grey 2 


A875 


Stacked 


(content and order of icons 
may change in stacked version) 


Part 3: Construction drawings and finishes - Section 3 Operational 


Quick reference 


O7 DOOR 
Scale 1:3.33' 


Operational sign type 
O07 Door 


Sign dimensions 150mm x 150mm (single) 
150mm x 300mm (stacked) 


Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
Dupont — PTV Black 

Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


> Where the disabled access icon is used, figure faces 
in direction of facility as indicated on schedules 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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64 


100 


Part 3: Construction drawings and finishes - Section 3 Operational page 94 


Quick reference 


O8 BYPASS 
Scale 1:2 


Operational sign type 


puss 
420 a O8 Bypass Gate 
5 ! ) oie ae Sha Sign dimensions 420mm x 100mm 
7 Background prints Colour reference 
on tomatcn PMS Cool Giey'2 Dupont - PTV Grey / PMS Cool Grey 2 
(oy 
: . Icon is black MM Dupont — PTV Black 
o | SA eee Dupont — PTV anti-graffiti clear coat 
€ | 
8 
aay iia i. = a = Sa = bs = a 5 = *: Si Notes 
> Content shown here is correct and does not change 
> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


ena rie) > All measurements are in millimetres 


110pt (cap height 28mm) 
Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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100 


64 


15 


420 


12.5 


Corner radius 9mm 


Background 

yellow to match 
Australian Standard 
Hazard Warning Sign 


Icon is black 
55.5mm x 50mm 


Helvetica Neue Roman 
110pt (cap height 28mm) 
Black, aligned left 


Part 3: Construction drawings and finishes - Section 3 Operational page 95 


Quick reference 


O8 SLIPPERY 
Scale 1:2 


Operational sign type 
O08 Slippery when wet 


Sign dimensions 420mm x 100mm 

Colour reference 

!'),_ Hazard Warning Yellow (Australian Standard) 
MMM Dupont — PTV Black 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


All measurements are in millimetres 


Yellow should match Australian Standard for Hazard 
Warning Sign 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 96 


Quick reference 


O8 STACK _42 17 
Scale 1:2 


ae Operational sign type 


is 420 = O8 No Smoking/Video Monitoring 


172 


56 


86 


; 
aE: a eee Sign dimensions 420mm x 172mm 
Dee oe SEN etre 
g Background to match Colour reference 
‘. a m— PMS Cool Grey 2 Dupont — PTV Grey / PMS Cool Grey 2 
M a S Icon is black WEEE Dupont — PTV Black 
os Annulus and slash symbol 
O O | = to match PMS 485 Red Mmm =Dupont — PTV Red / PMS 485 Red 
= a s pepe _&_&_ r BN ha ” _ fe ne ba a a Edt lh sl peer Dupont — PTV White 
<-> ae Dupont — PTV anti-graffiti clear coat 
—_— 8pt black keyline Notes 


> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
Icon is black on all signage lower than three metres or that may be 
50mm x 50mm subject to vandalism. 


> All measurements are in millimetres 


Video Monitoring 


Helvetica Neue Roman 
110pt (cap height 28mm) 
Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 97 


Quick reference 


O8 STACK2 42 17 
Scale 1:2 


ie Operational sign type 


— sa 5 O8 No Smoking/ Video Monitoring 


; 
OIE ane Ha Sign dimensions 420mm x 172mm 


Colour reference 


172 


56 


86 


g Background to match 
g me — PMS Cool Grey 2 Dupont — PTV Grey / PMS Cool Grey 2 
= = 8 Icon is black WEEE Dupont — PTV Black 
Validated Ticket Area _ on omar 
aaa Notes 
> Content shown here is correct and does not change 
—— Spt black keyline > Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


Icon is black > All measurements are in millimetres 


50mm x 50mm 


Video Monitoring — 


Helvetica Neue Roman 
110pt (cap height 28mm) 
Black, aligned left 


Helvetica Neue Roman 
110pt (cap height 28mm) 
Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 98 


Quick reference 


O8 STAFF 
Scale 1:2 


Operational sign type 


64 


100 


15 1 
— 420 —— O8 Staff Only 
= ! ores reaie or Sign dimensions 420mm x 100mm 
on Background to match Colour reference 
8 —— PMS Cool Grey 2 Dupont — PTV Grey / PMS Cool Grey 2 
[ox 
2 MMMM Dupont — PTV Black 
Oo 
cS) Dupont — PTV anti-graffiti clear coat 
€ Icon is black 
= 50mm x 50mm 
— | _ is . = i = e = = = = = i. = es Z = “ Notes 
oa > Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


beeen on ae > All measurements are in millimetres 


Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 99 


Quick reference 


O8 VALTICK 
Scale 1:2 


Operational sign type 


59 


74 


100 


64 


15 1S j : 
I 420 J 08 Validated Ticket Area 
a ! OIE acne Na Sign dimensions 420mm x 100mm 
on ! Background to match Colour reference 
8 —— PMS Cool Grey 2 Dupont — PTV Grey / PMS Cool Grey 2 
(ey 
: ad g Icon is black MEE Dupont — PTV Black 
Oo 
C j | C j T eC | & eT (ec C j 2 nee Dupont - PTV anti-graffiti clear coat 
= 
Lee eee al i S __@_ FN _ > = A A * a 
. . . . . . . Sy Notes 
__ Penalties apply for entering beyond this point without a valid ticket -"- | 
2 ieee oa > Content shown here is correct and does not change 
95 > Colours must be matched to Avery® or Dupont PTV 
! paint specifications 
Helvetica Neue Roman : : He 
: > Mask and spray with anti-graffiti clear coat must be used 
ee i on all signage lower than three metres or that may be 


Black, aligned left 


Platform ent 

= Helvetica Neue Roman 
110pt (cap height 28mm) 
Black, aligned left 


subject to vandalism. 
> All measurements are in millimetres 


~ Validated Ticket Area 


| 12.5 (min. clearspace) 


k 
y 


Platform exit 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


64 


100 
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Quick reference 


O8 VIDEO 
Scale 1:2 


Operational sign type 


15 1S : : : 
[— 420 4 O8 Video Monitoring 
be ! Cornet redler Sign dimensions 420mm x 100mm 
a ! Background to match Colour reference 
g m— PMS Cool Grey 2 Dupont — PTV Grey / PMS Cool Grey 2 
[ox 
| ] Py & Icon is black MM Dupont — PTV Black 
z ee Dupont — PTV anti-graffiti clear coat 
a 
ke 
Tipe i. a = 5 = _ i] . = - 2 - T = - s Notes 
ve > Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 

> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


beeen on ae > All measurements are in millimetres 
Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 

References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 101 


Quick reference 


08 WAYOUT 
Scale 1:6.66° 


935 


Operational sign type 
010 Way Out 


2mm gap 
Corner radius 14mm 


Eedicrouns eandeii Sign dimensions 935mm x 300mm 


67.5 to match PMS Cool Grey 2 Colour reference 
67.5 
Sass Dupont — PTV Grey / PMS Cool Grey 2 
Arrow prints black = 
165mm x 165mrn MEE Dupont — PTV ERC 
Centred within panel Dupont — PTV White 
If arrow is rotated, it must remain centred Dupont — PTV anti-graffiti clear coat 
Wayfinding text 
Helvetica Neue Roman 
385pt (cap height 97mm) Notes 
White on black panel > Content shown here is correct and does not change 
Aligned right 
> Colours must be matched to Avery® or Dupont PTV 
| | | paint specifications 
633 2 300 > Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
A subject to vandalism. 
> All measurements are in millimetres 
> Arrow is closest to the exit facility 
935 
2mm gap 


Corner radius 14mm 


Background panels print 
to match PMS Cool Grey 2 


Arrow prints black 

165mm x 165mm 

Centred within panel 

If arrow is rotated, it must remain centred 


Wayfinding text 
Helvetica Neue Roman 
8385pt (cap height 97mm) 
White on black panel 
Aligned right 


300 2 633 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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147.5 40 
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| 
| 
40 | 
| 
| | | I 
47.5 47.5 205 47.5° 40 290 40 
1230 
i 
404 
40" 
i} 
| 
40 220 40 3 47.5 205 47.5 47.5 


Disabled access icon reverses to 
white on blue to match 

PMS 285 Blue 205mm x 205mm 
Centred within panel 

Icon faces direction of exit 


8mm wide rule to match 
PMS Cool Grey 11 


Corner radius 26mm 


Background prints 
to match PMS Cool Grey 2 


Arrow prints black 
220mm x 220mm 
Centred within panel 

If arrow is rotated, it must 
remain centred 


Helvetica Neue Roman 
880pt (cap height 95.7mm) 
White, aligned right 
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Quick reference 


O8 WAYOUT _DDA 
Scale 1:2 


Operational sign type 
O08 Way Out DDA 


Sign dimensions 1230mm x 300mm 
Colour reference 


Dupont — PTV Grey / PMS Cool Grey 2 


Mm Dupont - PTV Black 
a 


Dupont — PTV Blue / PMS 285 Blue 


Dupont — PTV White 


Dupont — PTV anti-graffiti clear coat 


Notes 


> 
> 


Content shown here is correct and does not change 


Colours must be matched to Avery® or Dupont PTV 
paint specifications 


Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


All measurements are in millimetres 
Disabled Access icon faces in direction of exit 
Arrow is closest to the exit facility 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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12.5 bails 
fl 195 
] Corner radius 9mm 
| 
Helvetica Neue Bold 
| _____ 62pt (cap height 15mm) 
Black, aligned right 
3} er Hours 
—_— 2pt black keyline 
Kon] : = 
When station 1S—— x22 
ali 62pt on 64pt 


closed access 
to Platform 1 
is via ramp 


(cap height 15mm) 
Black, aligned left 


—___— Background to match 
PMS Cool Grey 2 


Arrow is black 

fits in square 

65mm x 65mm 

Aligns with right margin 


12.5 


Part 3: Construction drawings and finishes - Section 3 Operational page 103 


Quick reference 


O9 AFTHRS 
Scale 1:2 


Operational sign type 
O9 After Hours 


Sign dimensions 195mm x 255mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 104 


Quick reference 


O09 LOOP 


Scale 1:2 
ee ~ Operational sign type 
a 195 = O9 Hearing Loop 
(On Sonar aes NT Sign dimensions 195mm x 255mm, 150mm x 150mm 
Colour reference 


; | 
| 
| 
| | = 
ot Ab | 
| Helvetica Neue Bold Dupont — PTV Grey / PMS Cool Grey 2 
» Hearing Loop — 2s. 
| d pinscoe cae pes: ite ) MEE Dupont — PTV Black 
| Ml Dupont — PTV Blue / PMS 285 Blue 


Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


___— 2pt white keyline 


Notes 
150 > Content shown here is correct and does not change 
= : > Colours must be matched to Avery® or Dupont PTV 
ex Corner radius 9mm paint specifications 
> Mask and spray with anti-graffiti clear coat must be used 


on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


____— Background to match 
PMS Cool Grey 2 


Icon is white 

170mm x 170mm 

Sqaure background to match 
PMS 285 Blue 


150 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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No Smoking 


_ Penalties appl 


Corner radius 9mm 


Helvetica Neue Bold 
80pt (cap height 20mm) 
Black, aligned right 


___ 2pt black keyline 


_—___— Background to match 


PMS Cool Grey 2 


Icon is black 

Annulus and slash symbol 
to match PMS 485 Red 
170mm x 170mm 
Centred in middle panel 
Circle background is white 


Helvetica Neue Roman 
54pt Black, aligned left 


Ve 


12.5 


Part 3: Construction drawings and finishes - Section 3 Operational page 105 


Quick reference 


O09 NOSMOKEPENALTIES 
Scale 1:2 


Operational sign type 
O9 No Smoking. Penalties apply. 


Sign dimensions 195mm x 300mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Mmmm =Dupont — PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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_ s&s 
« No Smoking 
“Penalties apply. _ 


12.5 


Corner radius 9mm 


Helvetica Neue Bold 
80pt (cap height 20mm) 
Black, aligned right 


__— 2pt black keyline 


____— Background to match 


PMS Cool Grey 2 


Icon is black 

Annulus and slash symbol 
to match PMS 485 Red 
125mm x 125mm 

Aligned right 

Circle background is white 


Helvetica Neue Roman 
54pt Black, aligned left 
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Quick reference 


O09 NOSMOKEPENALTIES2 
Scale 1:2 


Operational sign type 
O9 No Smoking. Penalties apply. 


Sign dimensions 300mm x 195mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Mmmm =Dupont — PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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195 


125 
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Corner radius 9mm 


Helvetica Neue Bold 
62pt (cap height 15mm) 
Black, aligned right 


—— 2pt black keyline 


Background yellow to match 
Australian Standard 
Hazard Warning Sign 


Icon is black 
170mm x 150mm 
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Quick reference 


O9 SLIPPERY 
Scale 1:2 


Operational sign type 
O9 Slippery when wet 


Sign dimensions 195mm x 255mm 

Colour reference 

yy) Hazard Warning Yellow (Australian Standard) 
MM Dupont — PTV Black 

Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


All measurements are in millimetres 


Yellow should match Australian Standard for Hazard 
Warning Sign 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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36 | 


195 


12.5 
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Corner radius 9mm 


Helvetica Neue Bold 


Video.Monitoring =” 


12.5 


—— 2pt black keyline 


—___— Background to match 


PMS Cool Grey 2 


Icon is black 
170mm x 170mm 
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Quick reference 


O9 VIDEO 
Scale 1:2 


Operational sign type 
O9 Video Monitoring 


Sign dimensions 195mm x 255mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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= 
> Corner radius 9mm 
10 Minute Max. 


Helvetica Neue Bold 
62pt (cap height 15mm) 
Black, aligned right 


2pt black keyline 


_____ Background to match 


PMS Cool Grey 2 


Icon is black 


12.58 
| 


170mm x 170mm 
Centred within panel 


—_— 2pt black keyline 


Helvetica Neue Roman 


For picking up 


passengers only 


and setting down 


54pt on 54pt 
Black, aligned left 


Arrow is black 

fits in square 

28.5mm x 28.5mm 
Aligns with right margin 
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Quick reference 


010_10MINMAX 
Scale 1:2 


Operational sign type 
010 10 Minute Max 


Sign dimensions 195mm x 370mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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> Corner radius 9mm 
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| No Alcohol — 23 
y le eral 62pt (cap height 15mm) 


Black, aligned right 
2pt black keyline 


_____ Background to match 
PMS Cool Grey 2 


Icon is black 


: 
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Annulus and slash symbol 
to match PMS 485 Red 
170mm x 170mm 
Centred in middle panel 
Circle background is white 


—— 2pt black keyline 


Helvetica Neue Roman 


Consumption of 
alcohol is strictly 
prohibited. Heavy 
penalties apply. 


54pt on 54pt 
Black, aligned left 
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Quick reference 


010 ALCOHOL 
Scale 1:2 


Operational sign type 
010 No Alcohol 


Sign dimensions 195mm x 370mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Mmmm =Dupont — PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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> Corner radius 9mm 
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Assisted Access © 2:8°%. 


Black, aligned right 
2pt black keyline 


_____ Background to match 


PMS Cool Grey 2 


Icon is black 


12.58 
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170mm x 170mm 
Centred within panel 


—_— 2pt black keyline 


Helvetica Neue Roman 


Please request — 
assistance 

at Customer 
Information 


54pt on 54pt 
Black, aligned left 
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Quick reference 


010_ASSISTAC 
Scale 1:2 


Operational sign type 
010 Assisted Access 


Sign dimensions 195mm x 370mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


370 


50 


195 


170 


12.5 


195 


' 


| 
mi 
7 | 


11.25 


[| 


of Corner radius 9mm 


«Disabled Access — 23'%22%:.. 


Black, aligned right 
2pt black keyline 


_____ Background to match 
PMS Cool Grey 2 


Disabled Access icon 
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—— 2pt black keyline 


via Platform 2 
double doors 
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Black, aligned left 
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Quick reference 


010 DISACC 
Scale 1:2 


Operational sign type 
010 Disabled Access 


Sign dimensions 195mm x 370mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Mle Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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> Corner radius 9mm 


No Access © 23 
a 62pt (cap height 15mm) 


Black, aligned right 
2pt black keyline 


_____ Background to match 
PMS Cool Grey 2 


Icon is black 

Annulus and slash symbol 
to match PMS 485 Red 
170mm x 170mm 
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Circle background is white 
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—— 2pt black keyline 


Helvetica Neue Bold 


DANGER 
High risk of 


62pt (cap height 15.5mm) 
Black, aligned right 


Helvetica Neue Roman 


serious injury 


54pt on 54pt 
(cap height 13.6mm) 
Black, aligned left 
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Quick reference 


010 NOACCESS 
Scale 1:2 


Operational sign type 
010 No Access 


Sign dimensions 195mm x 370mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Mmmm Dupont — PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Quick reference 


010 NOBIKE 
Scale 1:2 


Operational sign type 
010 No Bike Parking 


Graphic artwork file name O10_NOBIKE 
Sign dimensions 195mm x 370mm 
Colour reference 
PMS Cool Grey 2 
MS Black 
[| White 
MM PS 485 Red 
Notes 
> Content shown here is correct and does not change 
> Colours must be matched to Pantone® (PMS) swatches 
> All measurements are in millimetres 
> Kern/track type to avoid gaps 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Centred within panel 


—_— 2pt black keyline 


Helvetica Neue Roman 


Please ensure that 


upon request for 
passengers with 
special needs 


Option 1 


this seat is available 


54pt on 54pt 
Black, aligned left 


Priority Seat 


Please make this 
seat available for 
passengers with 
special needs 


Option 2 


Part 3: Construction drawings and finishes - Section 3 Operational page 115 


Quick reference 


010 PRIORITY 
Scale 1:2 


Operational sign type 
010 Priority Seat 


Sign dimensions 195mm x 370mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


50 


195 


370 


170 
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Quick reference 


010 _VALTICK 
Scale 1:3 


12.5 11.25 
[I 195 la 


> Corner radius 9mm Operational sign type 
010 Validated Ticket Area 


Validated Ticket Area 2208228: Validated Ticket Area Saranecesicieeoan 


Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


2pt black keyline 


_____ Background to match 
PMS Cool Grey 2 
Notes 


> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Icon is black 
170mm x 170mm 
Centred within panel 


—— 2pt black keyline 


! 
ney! 
ey 


Penalties apply statue Penalties apply 
for entering beyond for being in this 
this point without area without 


a valid ticket a valid ticket 


Platform entrance Platform exit Clarification on materials and production methods is to be sought from PTV 
(all specifications remain the same) prior to any assumptions being made. Alternative materials or production 


methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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| No Entry — 2: 
Helvetica Neue Bold 
ay O r = 95pt (cap height 25mm) 


Black, aligned right 
za 8pt black keyline 
1 


_____ Background to match 
PMS Cool Grey 2 


Icon is black 

Annulus and slash symbol 
to match PMS 485 Red 
260mm x 260mm 

Circle background is white 


8pt black keyline 


Helvetica Neue Roman 


Heavy penalties apply. 
ffenders prosecuted. 


ccess to authorised staff only.—— 


Platform side 


76.5pt on 76.5pt 
(cap height 20mm) 
Black, aligned left 


Helvetica Neue Roman 
54pt on 76.5pt 

(cap height 13.6mm) 
Black, aligned left 


17.5 


No Entry 


Entering platform 
strictly prohibited. 
Heavy penalties apply. 
Offenders prosecuted. 


Tracks side 


(all specifications remain the same) 


No Entry 


Authorised Staff only. 
Heavy penalties apply. 
Offenders prosecuted. 


(all specifications remain the same) 
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Quick reference 


012 EXITENT 
Scale 1:4 


Operational sign type 
012 No Exit / No Entry 


Sign dimensions 300mm x 570mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
ME Dupont — PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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_____ Background to match 
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Icon is black 

Annulus and slash symbol 
to match PMS 485 Red 
260mm x 260mm 

Circle background is white 


8pt black keyline 


Helvetica Neue Roman 


Crossing tracks is~ 
trictly prohibited. 
Heavy penalities apply. 

ffenders prosecuted. 


76.5pt on 76.5pt 
(cap height 20mm) 
Black, aligned left 
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Quick reference 


012 NOACCESS 
Scale 1:4 


Operational sign type 
012 No Access 


Sign dimensions 300mm x 570mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Mmmm = Dupont - PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Helvetica Neue Roman 
240pt (cap height 60mm) 
Black, aligned left 


Corner radius 20mm 


____— Background to match 


PMS Cool Grey 2 


Icon is black 
120mm x 120mm 


Helvetica Neue Roman 
74pt (cap height 18mm) 
Black, aligned left 
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Quick reference 


013_100 
Scale 1:5 


Operational sign type 
013 Validated Ticket Area 


Sign dimensions 1000mm x 238mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Corner radius 14mm 


Helvetica Neue Bold 
95pt (cap height 24mm) 
Black, aligned right 


Spt black keyline 


Icons are black 
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to match PMS 485 Red 
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Background to match 
PMS Cool Grey 2 
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Quick reference 


015 PROHIBITED 
Scale 1:4 


Operational sign type 
015 Prohibited 


Sign dimensions 300mm x 600mm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MMMM Dupont — PTV Black 
Mmmm = Dupont - PTV Red / PMS 485 Red 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Corner radius 14mm 
| Helvetica Neue Bold 
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Black, aligned right 


8pt black keyline 


Icon is black 
260mm x 260mm 


_____ Background to match 
PMS Cool Grey 2 


| 26 


Bt black keyline 
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Quick reference 


015 BUSIHOURS 
Scale 1:4 


Operational sign type 
015 Business Hours 


Sign dimensions 300mm x 800mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 
MM Dupont — PTV Black 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Helvetica Neue Bold 
95pt (cap height 24mm) 
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Quick reference 


015 HEARING 
Scale 1:4 


Operational sign type 
015 Hearing Loop 


Sign dimensions 300mm x 6GOmm 
Colour reference 

Dupont — PTV Grey / PMS Cool Grey 2 
MMM Dupont — PTV Black 
Ml = Dupont — PTV Blue / PMS 285 Blue 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 


Notes 
> Content shown here is correct and does not change 


> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Part 3: Construction drawings and finishes - Section 3 Operational page 123 


Quick reference 


016 NOCROSSING 
Scale 1:4 


Corner radius 18mm Operational sign type 
016 No Crossing 


Helvetica Neue Bold 

120pt (cap height 30mm) 
Black, aligned right 5 , 
Sign dimensions 560mm x 350mm 


3.5pt black keyline Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 


paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


prosecuted. 


Be eh ae led Mt ec hap ee eee WEEE Dupont - PTV Black 
Crossi NQ trac ks IS | & PMS Cool Grey 2 MEE Dupont — PTV Red / PMS 485 Red 
; dint a . Dupont — PTV White 
st rl ct ly p ro h | b ited ao 2 oe Dupont - PTV anti-graffiti clear coat 
; iz Annulus and slash symbol 
Heavy penalties at EMS se aes 
a p p ly ’ Offe N d eG rs | = > Content shown here is correct and does not change 
ao > Colours must be matched to Avery® or Dupont PTV 
| 
| 
| 
| 
| 


25 Helvetica Neue Roman 
95pt on YBpt leading 
(cap height 25mm) 
Black, aligned left 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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Quick reference 


016 HEARINGLOOP 
Scale 1:4 


Operational sign type 
016 Hearing Loop 


Sign dimensions 560mm x 350mm 
Colour reference 
Dupont — PTV Grey / PMS Cool Grey 2 


MMM Dupont — PTV Black 
Mlle Dupont —- PTV Blue / PMS 285 Blue 
Dupont — PTV White 
Dupont — PTV anti-graffiti clear coat 
Notes 


> Content shown here is correct and does not change 
> Colours must be matched to Avery® or Dupont PTV 
paint specifications 


> Mask and spray with anti-graffiti clear coat must be used 
on all signage lower than three metres or that may be 
subject to vandalism. 


> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 


type, tone or shading” and is not intended to prescribe a process or method 
of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 
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C1 connectivity panel Quick reference 
360 C1_FP_mode 
350 Scale 1:4 
, 
Helvetica Neue Roman 
= Relevant bus flag artwork files: White 
Metropolitan: 80pt oe : 
eer ' Set POnneeHuly S1Ot 1S 
el J < Panel to match ; } 
oe E PMS 285 Blue C1 Panels — train, tram, bus, regional 
BF_B_P_m Bus bay flag single route 2 Icons/arrows to match White train coach 
Ri d l BF_P_tro Train replacement bus flag = to fit in square 42mm x 42mm 
iversaale Regional Bus: ; Seca Me ST Sign dimensions — 350mm x 60mm (single) 
Road R_BF_P_s_Nu Bus flag single numbered route C1 —train 42 84 42 
S R_BF_P_s_Un Bus flag single un-numbered route Corner radius 20mm Colour reference 
re) R_BF_P_m Bus flag multiple routes ® 
© R_BF_P_mn Bus flag multiple routes Ml Avery® 935 Intense Blue / PMS 285 Blue 
Ti R_BF_B_P_s_Nu Bus bay flag single numbered route Ml Avery® 956 Grass Green / PMS 369 Green 
2 R_BF_B_P_s_Un Bus bay flag single un-numbered route Mmmm Avery® 910 Dark Orange / PMS 151 Orange 
R_BF_B_P_m Bus bay flag multiple routes ® 
61 y) Chad R_BF_P_tre Train replacement coach flag Ty OOO Panel to match Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
adstone re rams mM PMS 369 Green Avery® 900 White / White 
All other specifications @T. : : 
fotrain Ga above Avery iE 6500 / 3M Diamond Grade Reflective 
(or equivalent) 
Hail Bus Here C1 -tram 
| Square corner at base of reflective area Notes 
é = 
©| Qigua Sr C1 connectivity panel extends the overall depth > Colours must be Avery® signage films or matched 
med of the sign by 60mm. to Pantone® (PMS) swatches 
B uses 000m Pancho mate > All measurements are in millimetres 
PMS 151 Orange > Connectivity panels to be used in conjunction with tram, 
All other specifications ; : 
remain as above bus and regional coach flag sign types 
350 C1 -bus > When there is no arrow, icon moves to right hand position 
| on all connectivity panels 
= Relevant coach flag artwork files: 
Coach: . > These panels are to be used when one panel 
R_CF_P_s Regional Coach flag single route of connectivity is required 
R_CF_P_m Regional Coach flag multiple routes 
R_CF_B_P_s Regional Coach bay flag single route . 
: j Panel to match 
R_CF_B_P_m Regional Coach bay flag multiple routes Tral al S @) OO aa PMS 2592 Purple 
All other specifications 
Sherwood remain as above 
Park C1 - regional train 
8 
ce) 
Warrnambool Panel to match 
Coaches 000m “N PMS 2502 Purple 
All other specifications 
remain as above 
Hail Bus Here ; C1 - regional coach 
| Square corner at base of reflective area 
(=) 
© Buses 000m — C1 connectivity panel extends the overall depth 
> of the sign by 60mm. 
Visual only 
Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 
References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 
This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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Visual only 


Relevant coach flag artwork files: 


s Regional Coach flag single route 

m Regional Coach flag multiple routes 

, P_s Regional Coach bay flag single route 

; P_m Regional Coach bay flag multiple routes 


Square corner at base of reflective area 


C1 connectivity panel extends the overall depth 
of the sign by G(Omm 


60mm 


350mm 


C1 -—bus 


Trains OOOm 


Ci - regional train 


C1 - regional coach 


Helvetica Neue Roman 
White 

80pt 

Aligned left 


Panel to match 
PMS 285 Blue 


Icons/arrows to match White 
to fit in square 42mm x 42mm 
Centred vertically within panel 


Corner radius 20mm 


Panel to match 

PMS 151 Orange 

All other specifications 
remain as above 


Panel to match 

PMS 2592 Purple 

All other specifications 
remain as above 


Panel to match 

PMS 2592 Purple 

All other specifications 
remain as above 
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Quick reference 
R_C1_FP_mode 
Scale 1:4 


Connectivity sign type 


C1 Panels — train, bus, regional train, 
regional coach 


Sign dimensions 350mm x 6Omm (single) 


Colour reference 


Avery® 935 Intense Blue / PMS 285 Blue 


Sy 
Mllmml Avery® 910 Dark Orange / PMS 151 Orange 
P| 


Avery® 984 Dark Purple / PMS 2592 Purple 


Avery® 900 White / White 


Avery® T-6500 / 83M Diamond Grade Reflective 


(or equivalent) 


Notes 


> 


Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


Connectivity panels to be used in conjunction with tram, 
bus and regional coach flag sign types 


When there is no arrow, icon moves to right hand position 
on all connectivity panels 


These panels are to be used when one panel 
of connectivity is required 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 

This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 

to check site/location or with PTV for exact dimensions and installation conditions 
prior to construction. 
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Example of C2 connectivity panels added 
to the base of a standard bus flag. 


Square corner at base of reflective area 


C2 connectivity panel extends the overall 
depth of the sign by 120mm. 
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Example of C2 connectivity panels added 
to the base of a standard bus flag. 


Square corner at base of reflective area 


C2 connectivity panel extends the overall 
depth of the sign by 120mm. 
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C2 connectivity panel 
350 


20 


42 84 42 20 


Graphics as per 
C1 connectivity panels 


Trams 000m. #1 _- @g “ : 


Metropolitan 


environment comprise any two of the five 
relevant connectivity panels as appropriate 
for a particular site. Panels are to be 
displayed in the following order: 


i____ 3pt white keyline 


Corner radius 20mm to 
bottom corners of sign panel 


Regional 
C2 connectivity signs within the metropolitan | C2 connectivity signs within the regional 


environment comprise any two of the three 
relevant connectivity panels as appropriate 
for a particular site. Panels are to be 
displayed in the following order: 


— Train — Regional Train 
— Regional Train — Coach 
— Tram ~ Bus 
— Bus 
— Coach 
350 

20 42 84 42 20 

[| | | 


Trains 000m.» @ 7S 
Coaches 000m~&) “ ‘ 


Graphics as per 
C1 connectivity panels 


i 8pt white keyline 


Corner radius 20mm to 
bottom corners of sign panel 
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Quick reference 


C2 FP _ mode 
Scale 1:4 


Connectivity sign type 
C2 Panels — train, tram, bus, regional 
train coach 


Sign dimensions 350mm x 120mm (C2) 


350mm x 180mm (C3) 


Colour reference 

MEE Avery® 935 Intense Blue / PMS 285 Blue 
Ml Avery® 956 Grass Green / PMS 869 Green 
MG Avery® 910 Dark Orange / PMS 151 Orange 
MEE Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 900 White / White 

Avery® T-6500 / 83M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Connectivity panels to be used in conjunction with tram, 
bus and regional coach flag sign types 


> When there is no arrow, icon moves to right hand position 
on all connectivity panels 


> These panels are to be used when two panels 
of connectivity are required 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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Visual only 


Example of C2 connectivity panels added 
to the base of a standard bus flag. 
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Square corner at base of reflective area 


C2 connectivity panel extends the overall 
depth of the sign by 120mm. 


C2 connectivity panel 
350 


20 


| Trains O0OOm_ 


-_Buses 000m 


Regional 

C2 connectivity signs within the regional 
environment comprise any two of the three 
relevant connectivity panels as appropriate 
for a particular site. Panels are to be 
displayed in the following order: 


— Regional Train 
— Coach 
— Bus 


42 84 42 


Graphics as per 
C1 connectivity panels 


8pt white keyline 


Corner radius 20mm to 
bottom corners of sign panel 
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Quick reference 


R_C2 FP _ mode 
Scale 1:4 


Connectivity sign type 
C2 Panels — train, bus, regional train, 
regional coach 


350mm x 120mm (C2) 
350mm x 180mm (C3) 


Sign dimensions 


Colour reference 

Mim Avery® 910 Dark Orange / PMS 151 Orange 
Mumm Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 900 White / White 

Avery® T-6500 / 3M Diamond Grade Reflective 
(or equivalent) 


Notes 


> Colours must be Avery® signage films or matched 
to Pantone® (PMS) swatches 


> All measurements are in millimetres 


> Connectivity panels to be used in conjunction with tram, 
bus and regional coach flag sign types 


> When there is no arrow, icon moves to right hand position 
on all connectivity panels 


> These panels are to be used when two panels 
of connectivity are required 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method of 
generating the colour. 


This information is current as at September 2015. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 


to check site/location or with PTV for exact dimensions and installation conditions 


prior to construction. 
© Public Transport Victoria 2015 
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Part 3: Construction drawings and finishes - Section 5 Connectivity page 129 


Side A Quick reference 
Scale 1:5 
40 128 25 128 40 40 


Connectivity sign type 
C4 Street blade — Train 


Sign dimensions  1200mm x 200mm 


Colour reference 
Mmm Avery® 935 Intense Blue / PMS 285 Blue 
Avery® 900 White 


Notes 


> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


Icons/arrows print white Frame (indication only) Background prints Helvetica Neue Roman Bracket 
128mm x 128mm to match PMS 285 Blue 390pt (cap height 100mm) (indication only) 
Two icons only, or White, aligned right 
one arrow and one icon All text to be tracked/kerned 
Arrow always appears to ensure even letterspacing 
closest to outer edge 
of blade 
Side B 
1200 
40 40 128 25: 128 40 
(ee) 
fon) 
at i) 
nm =} 
lo i) 
| wo 
fo) 
Bracket Helvetica Neue Roman Background prints Frame (indication only) Icons/arrows print white 
(indication only) 390pt (cap height 100mm) to match PMS 285 Blue 128mm x 128mm 
White, aligned left Two icons only, or 
All text to be tracked/kerned one arrow and one icon 
to ensure even letterspacing Arrow always appears 
closest to outer edge 
of blade Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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Icons/arrows print white 
128mm x 128mm 

Two icons only, or 

one arrow and one icon 
Arrow always appears 
closest to outer edge 
of blade 


40 40 


Frame (indication only) Background prints Helvetica Neue Roman Bracket 
to match PMS 285 Blue 390pt (cap height 100mm) (indication only) 
White, aligned right 
All text to be tracked/kerned 
to ensure even letterspacing 


Side B 
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| 
40 40 128 25: 128 40 

wo 
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ee) Oo 
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Bracket Helvetica Neue Roman 
(indication only) 390pt (cap height 100mm) 
White, aligned left 
All text to be tracked/kerned 
to ensure even letterspacing 


Background prints Frame (indication only) Icons/arrows print white 
to match PMS 285 Blue 128mm x 128mm 
‘Two icons only, or 
one arrow and one icon 
Arrow always appears 
closest to outer edge 
of blade 
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Quick reference 


C5 SB 
Scale 1:5 


Connectivity sign type 
C5 Street blade — Tram 


Sign dimensions 1200mm x 200mm 


Colour reference 
Mmmm Avery® 956 Grass Green / PMS 369 Green 
Avery® 900 White 


Notes 
> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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Part 3: Construction drawings and finishes - Section 5 Connectivity page 1317 


Side A Quick reference 
Scale 1:5 
40 128 25 128 40 40 


Connectivity sign type 
C6 Street blade - Bus 


Sign dimensions 1200mm x 200mm 


Colour reference 
140 MEE Avery® 910 Dark Orange / PMS 151 Orange 
=! Avery® 900 White 


=a Notes 


> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


Icons/arrows print white Frame (indication only) Background prints Helvetica Neue Roman Bracket 
128mm x 128mm to match PMS 151 Orange 350pt (cap height 100mm) (indication only) 
Two icons only, or White, aligned right 
one arrow and one icon All text to be tracked/kerned 
Arrow always appears to ensure even letterspacing 
closest to outer edge 
of blade 
Side B 
1200 
40 40 128 25 128 40 
wo 
fo) 
= i) 
mM ro) 
lo) 5S 
i Cs 
fo) 
Bracket Helvetica Neue Roman Background prints Frame (indication only) Icons/arrows print white 
(indication only) 350pt (cap height 100mm) to match PMS 151 Orange 128mm x 128mm 
White, aligned left Two icons only, or 
All text to be tracked/kerned one arrow and one icon 
to ensure even letterspacing Arrow always appears 
closest to outer edge 
of blade Clarification on materials and production methods is to be sought from PTV 


prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 
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1200 
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Side B 


Icons/arrows print white 
128mm x 128mm 

Two icons only, or 

one arrow and one icon 
Arrow always appears 
closest to outer edge 
of blade 


Frame (indication only) 


Background prints 
to match PMS 285 Blue 


1200 


Helvetica Neue Roman 
390pt (cap height 100mm) 
White, aligned right 

All text to be tracked/kerned 
to ensure even letterspacing 


Bracket 


(indication only) 


Bracket 


(indication only) 


Helvetica Neue Roman 
390pt (cap height 100mm) 
White, aligned left 

All text to be tracked/kerned 
to ensure even letterspacing 


Background prints 
to match PMS 285 Blue 
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Icons/arrows print white 
128mm x 128mm 

Two icons only, or 

one arrow and one icon 
Arrow always appears 
closest to outer edge 
of blade 


Frame (indication only) 
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Part 3: Construction drawings and finishes - Section 5 Connectivity page 132 


Quick reference 


C7_SB 
Scale 1:5 


Connectivity sign type 
C7 Street blade — Regional train 


Sign dimensions 1200mm x 200mm 


Colour reference 
Mmmm Avery® 984 Dark Purple / PMS 2592 Purple 
Avery® 900 White 


Notes 
> Colours must be matched to Avery® signage films 
> All measurements are in millimetres 


Clarification on materials and production methods is to be sought from PTV 
prior to any assumptions being made. Alternative materials or production 
methods may be approved at the discretion of PTV. 


References to colour type, tone or shading is to be read as “equivalent to colour 
type, tone or shading” and is not intended to prescribe a process or method 

of generating the colour. 

This information is current as at June 2013. Refer to accompanying 
construction drawings and finishes for manufacturing details. Manufacturer 
to check site/Location or with PTV for exact dimensions and installation 
conditions prior to construction. 


© Public Transport Victoria 2015 


